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(57) ABSTRACT
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a current view component, a reference picture list for the
current view component. The reference picture set includes
an inter-view reference picture set. The video encoder
encodes the current view component based at least in part on
one or more reference pictures in the reference picture list. In
addition, the video encoder generates a bitstream that
includes syntax elements indicating the reference picture set
of'the current view component. A video decoder parses, from
the bitstream, syntax elements indicating the reference pic-
ture set of the current view component. The video decoder
generates, based on the reference picture set, the reference
picture list for the current view component. In addition, the
video decoder decodes at least a portion of the current view
component based on one or more reference pictures in the
reference picture list.
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1
REFERENCE PICTURE LIST
CONSTRUCTION FOR MULTI-VIEW AND
THREE-DIMENSIONAL VIDEO CODING

This application claims the benefit of U.S. Provisional
Patent Application No. 61/578,178, filed Dec. 20, 2011, the
entire content of which is incorporated herein by reference.

TECHNICAL FIELD

This disclosure relates to video coding (i.e., encoding and/
or decoding of video data).

BACKGROUND

Digital video capabilities can be incorporated into a wide
range of devices, including digital televisions, digital direct
broadcast systems, wireless broadcast systems, personal digi-
tal assistants (PDAs), laptop or desktop computers, tablet
computers, e-book readers, digital cameras, digital recording
devices, digital media players, video gaming devices, video
game consoles, cellular or satellite radio telephones,
so-called “smart phones,” video teleconferencing devices,
video streaming devices, and the like. Digital video devices
implement video compression techniques, such as those
described in the standards defined by MPEG-2, MPEG-4,
ITU-T H.263, ITU-T H.264/MPEG-4, Part 10, Advanced
Video Coding (AVC), the High Efficiency Video Coding
(HEVC) standard presently under development, and exten-
sions of such standards. The video devices may transmit,
receive, encode, decode, and/or store digital video informa-
tion more efficiently by implementing such video compres-
sion techniques.

Video compression techniques perform spatial (intra-pic-
ture) prediction and/or temporal (inter-picture) prediction to
reduce or remove redundancy inherent in video sequences.
For block-based video coding, a video slice (i.e., a video
frame or a portion of a video frame) may be partitioned into
video blocks. Video blocks in an intra-coded (I) slice of a
picture are encoded using spatial prediction with respect to
reference samples in neighboring blocks in the same picture.
Video blocks in an inter-coded (P or B) slice of a picture may
use spatial prediction with respect to reference samples in
neighboring blocks in the same picture or temporal prediction
with respect to reference samples in other reference pictures.
Pictures may be referred to as frames, and reference pictures
may be referred to a reference frames.

Spatial or temporal prediction results in a predictive block
for a block to be coded. Residual data represents pixel difter-
ences between the original block to be coded and the predic-
tive block. An inter-coded block is encoded according to a
motion vector that points to a block of reference samples
forming the predictive block, and the residual data indicating
the difference between the coded block and the predictive
block. An intra-coded block is encoded according to an intra-
coding mode and the residual data. For further compression,
the residual data may be transformed from the pixel domainto
a transform domain, resulting in residual coefficients, which
then may be quantized. The quantized coefficients, initially
arranged in a two-dimensional array, may be scanned in order
to produce a one-dimensional vector of coefficients, and
entropy coding may be applied to achieve even more com-
pression.

SUMMARY

A video encoder generates, based on a reference picture set
of'a current view component, a reference picture list for the
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2

current view component. The reference picture set includes
an inter-view reference picture set. The inter-view reference
picture list includes reference pictures that belong to the same
access unit as the current view component, but are associated
with different views than the current view component. The
video encoder user inter-view prediction or inter prediction to
encode the current view component based on one or more
reference pictures in the reference picture list. In addition, the
video encoder generates a bitstream that includes syntax ele-
ments indicating the reference picture set of the current view
component. A video decoder parses, from the bitstream, syn-
tax elements indicating the reference picture set of the current
view component. The video decoder generates, based on the
reference picture set, the reference picture list for the current
view component. In addition, the video decoder decodes the
current view based on one or more reference pictures in the
reference picture list.

In one aspect, this disclosure describes a method for mul-
tiview video decoding. The method comprises parsing, from
a bitstream, syntax elements indicating a reference picture set
of'a current view component of an access unit. The reference
picture set includes an inter-view reference picture set that
includes a plurality of view components that belong to the
access unit and that are associated with different views. The
method also comprises generating, based on the reference
picture set, a reference picture list for the current view com-
ponent. In addition, the method comprises decoding at least a
portion of the current view component based on one or more
reference pictures in the reference picture list.

In another aspect, this disclosure describes a method for
video encoding. The method comprises generating, based on
a reference picture set of a current view component of an
access unit, a reference picture list for the current view com-
ponent. The reference picture set includes an inter-view ref-
erence picture set that includes a plurality of view compo-
nents that belong to the access unit and that are associated
with different views. The method also comprises encoding
the current view component based at least in part on one or
more reference pictures in the reference picture list. In addi-
tion, the method comprises generating a bitstream that
includes syntax elements indicating the reference picture set
of'the current view component.

In another aspect, this disclosure describes a video decod-
ing device that comprises one or more processors configured
to parse, from a bitstream, syntax elements indicating a ref-
erence picture set of a current view component of an access
unit. The reference picture set includes an inter-view refer-
ence picture set that includes a plurality of view components
that belong to the access unit and that are associated with
different views. The one or more processors are also config-
ured to generate, based on the reference picture set, a refer-
ence picture list for the current view component. In addition,
the one or more processors are configured to decode at least a
portion of the current view component based on one or more
reference pictures in the reference picture list.

In another aspect, this disclosure describes a video encod-
ing device that comprises one or more processors configured
to generate, based on a reference picture set of a current view
component of an access unit, a reference picture list for the
current view component. The reference picture set includes
an inter-view reference picture set that includes a plurality of
view components that belong to the access unit and that are
associated with different views. The one or more processors
are also configured to encode the current view component
based on one or more reference pictures in the reference
picture list. In addition, the one or more processors are con-
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figured to generate a bitstream that includes syntax elements
indicating the reference picture set of the current view com-
ponent.

In another aspect, this disclosure describes a video decod-
ing device comprising means for parsing, from a bitstream,
syntax elements indicating a reference picture set of a current
view component of an access unit. The reference picture set
includes an inter-view reference picture set that includes a
plurality of view components that belong to the access unit
and that are associated with different views. The video decod-
ing device also comprises means for generating, based on the
reference picture set, a reference picture list for the current
view component. In addition, the video decoding device com-
prises means for decoding at least a portion of the current
view component based on one or more reference pictures in
the reference picture list.

In another aspect, this disclosure describes a video encod-
ing device comprising means for generating, based on a ref-
erence picture set of a current view component of an access
unit, a reference picture list for the current view component.
The reference picture set includes an inter-view reference
picture set that includes a plurality of view components that
belong to the access unit and that are associated with different
views. The video encoding device also comprises means for
encoding the current view component based on one or more
reference pictures in the reference picture list. In addition, the
video encoding device comprises means for generating a
bitstream that includes syntax elements indicating the refer-
ence picture set of the current view component.

In another aspect, this disclosure describes a computer-
readable storage medium that stores computer-executable
instructions that, when executed by one or more processors of
avideo decoding device, configure the video decoding device
to parse, from a bitstream, syntax elements indicating a ref-
erence picture set of a current view component of an access
unit. The reference picture set includes an inter-view refer-
ence picture set that includes a plurality of view components
that belong to the access unit and that are associated with
different views. The instructions also configured the video
decoding device to generate, based on the reference picture
set, a reference picture list for the current view component.
Furthermore, the instructions configure the video decoding
device to decode at least a portion of the current view com-
ponent based on one or more reference pictures in the refer-
ence picture list.

In another aspect, this disclosure describes a computer-
readable storage medium that stores computer-executable
instructions that, when executed by one or more processors of
avideo decoding device, configure the video encoding device
to generate, based on a reference picture set of a current view
component of an access unit, a reference picture list for the
current view component. The reference picture set includes
an inter-view reference picture set that includes a plurality of
view components that belong to the access unit and that are
associated with different views. The instructions also config-
ure the video encoding device to encode the current view
component based on one or more reference pictures in the
reference picture list. In addition, the instructions configure
the video encoding device to generate a bitstream that
includes syntax elements indicating the reference picture set
of the current view component.

The details of one or more examples of the disclosure are
set forth in the accompanying drawings and the description
below. Other features, objects, and advantages will be appar-
ent from the description, drawings, and claims.
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4
BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a block diagram illustrating an example video
coding system that may utilize the techniques described in
this disclosure.

FIG. 2 is a conceptual diagram that illustrates an example
Multiview Video Coding (MVC) decoding order.

FIG. 3 is a conceptual diagram that illustrates an example
MVC temporal and inter-view prediction structure.

FIG. 4 is a block diagram illustrating an example video
encoder that may implement the techniques described in this
disclosure.

FIG. 5 is a block diagram illustrating an example video
decoder that may implement the techniques described in this
disclosure.

FIG. 6 is a flowchart that illustrates an example operation
performed by the video encoder as part of a process to encode
video data, in accordance with one or more techniques of this
disclosure.

FIG. 7 is a flowchart that illustrates an example operation
performed by the video decoder as part of a process to decode
encoded video data, in accordance with one or more tech-
niques of this disclosure.

DETAILED DESCRIPTION

As part of an inter prediction process, a video encoder
signals, in a bitstream, a reference picture set of a particular
view component. The reference picture set of the particular
view component may include reference pictures that are
available to be used for inter prediction of blocks within the
particular view component. In Multi-View Coding (MVC)
and 3-dimensional video (3DV) coding, the video encoder
may use view components of the same access unit as the
particular view component as reference pictures for encoding
the particular view component. However, the video encoder
does not signal such inter-view reference pictures in the ref-
erence picture set of the view component. This may decrease
the efficiency of a video decoder that decodes the bitstream.

In accordance with the techniques of this disclosure, a
video encoder may generate, based on a reference picture set
of a current view component of an access unit, a reference
picture list for the current view component. The reference
picture set includes an inter-view reference picture set that
includes a plurality of view components that belong to the
access unit. Each view component in the inter-view reference
picture set may be are associated with a different view. Fur-
thermore, the video encoder may encode at least portions of
the current view component based at least in part on one or
more reference pictures in the reference picture list. In addi-
tion, the video encoder may generate a bitstream that includes
syntax elements indicating the reference picture set of the
current view component.

Likewise, in accordance with the techniques of this disclo-
sure, a video decoder may parse, from a bitstream, syntax
elements indicating a reference picture set of a current view
component of an access unit. The reference picture set
includes an inter-view reference picture set that includes a
plurality of view components. The view components of the
inter-view reference picture set belong to the access unit.
Each view component of the inter-view reference picture set
is associated with a different view. The video decoder may
generate, based on the reference picture set, a reference pic-
ture list for the current view component. Furthermore, the
video decoder may decode at least portions of the current
view component based on one or more reference pictures in
the reference picture list.
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The attached drawings illustrate examples. Elements indi-
cated by reference numbers in the attached drawings corre-
spond to elements indicated by like reference numbers in the
following description. In this disclosure, elements having
names that start with ordinal words (e.g., “first,” “second,”
“third,” and so on) do not necessarily imply that the elements
have a particular order. Rather, such ordinal words are merely
used to refer to different elements of a same or similar type.

FIG. 1 is a block diagram illustrating an example video
coding system 10 that may utilize the techniques of this
disclosure. As used described herein, the term “video coder”
refers generically to both video encoders and video decoders.
In this disclosure, the terms “video coding” or “coding” refer
generically to video encoding or video decoding.

As shown in FIG. 1, video coding system 10 includes a
source device 12 and a destination device 14. Source device
12 generates encoded video data. Accordingly, source device
12 may be referred to as a video encoding device or a video
encoding apparatus. Destination device 14 decodes the
encoded video data generated by source device 12. Accord-
ingly, destination device 14 may be referred to as a video
decoding device or a video decoding apparatus. Source
device 12 and destination device 14 are examples of video
coding devices or video coding apparatuses.

Source device 12 and destination device 14 may comprise
awide range of devices, including desktop computers, mobile
computing devices, notebook (e.g., laptop) computers, tablet
computers, set-top boxes, telephone handsets such as so-
called “smart” phones, televisions, cameras, display devices,
digital media players, video gaming consoles, in-car comput-
ers, or the like.

Destination device 14 may receive encoded video data
from source device 12 via a channel 16. Channel 16 may
comprise one or more media or devices capable of moving the
encoded video data from source device 12 to destination
device 14. In one example, channel 16 may comprise one or
more communication media that enable source device 12 to
transmit encoded video data directly to destination device 14
in real-time. In this example, source device 12 may modulate
the encoded video data according to a communication stan-
dard, such as a wireless communication protocol, and may
transmit the modulated video data to destination device 14.
The one or more communication media may include wireless
and/or wired communication media, such as a radio fre-
quency (RF) spectrum or one or more physical transmission
lines. The one or more communication media may form part
of a packet-based network, such as a local area network, a
wide-area network, or a global network (e.g., the Internet).
The one or more communication media may include routers,
switches, base stations, or other equipment that facilitate
communication from source device 12 to destination device
14.

In another example, channel 16 may include a storage
medium that stores encoded video data generated by source
device 12. In this example, destination device 14 may access
the storage medium via disk access or card access. The stor-
age medium may include a variety of locally-accessed data
storage media such as Blu-ray discs, DVDs, CD-ROMs, flash
memory, or other suitable digital storage media for storing
encoded video data.

In a further example, channel 16 may include a file server
or another intermediate storage device that stores encoded
video data generated by source device 12. In this example,
destination device 14 may access encoded video data stored at
the file server or other intermediate storage device via stream-
ing or download. The file server may be a type of server
capable of storing encoded video data and transmitting the

10

15

20

25

30

35

40

45

50

55

60

65

6

encoded video data to destination device 14. Example file
servers include web servers (e.g., for a website), file transfer
protocol (FTP) servers, network attached storage (NAS)
devices, and local disk drives.

Destination device 14 may access the encoded video data
through a standard data connection, such as an Internet con-
nection. Example types of data connections may include
wireless channels (e.g., Wi-Fi connections), wired connec-
tions (e.g., DSL, cable modem, etc.), or combinations of both
that are suitable for accessing encoded video data stored on a
file server. The transmission of encoded video data from the
file server may be a streaming transmission, a download
transmission, or a combination of both.

The techniques of this disclosure are not limited to wireless
applications or settings. The techniques may be applied to
video coding in support of a variety of multimedia applica-
tions, such as over-the-air television broadcasts, cable televi-
sion transmissions, satellite television transmissions, stream-
ing video transmissions, e.g., via the Internet, encoding of
video data for storage on a data storage medium, decoding of
video data stored on a data storage medium, or other appli-
cations. In some examples, video coding system 10 may be
configured to support one-way or two-way video transmis-
sion to support applications such as video streaming, video
playback, video broadcasting, and/or video telephony.

Inthe example of FIG. 1, source device 12 includes a video
source 18, a video encoder 20, and an output interface 22. In
some examples, output interface 22 may include a modulator/
demodulator (modem) and/or a transmitter. Video source 18
may include a video capture device, e.g., a video camera, a
video archive containing previously-captured video data, a
video feed interface to receive video data from a video content
provider, and/or a computer graphics system for generating
video data, or a combination of such sources of video data.

Video encoder 20 may encode video data from video
source 18. In some examples, source device 12 directly trans-
mits the encoded video data to destination device 14 via
output interface 22. In other examples, the encoded video data
may also be stored onto a storage medium or a file server for
later access by destination device 14 for decoding and/or
playback.

In the example of FIG. 1, destination device 14 includes an
input interface 28, a video decoder 30, and a display device
32. In some examples, input interface 28 includes a receiver
and/or a modem. Input interface 28 may receive encoded
video data over channel 16. Display device 32 may be inte-
grated with or may be external to destination device 14. In
general, display device 32 displays decoded video data. Dis-
play device 32 may comprise a variety of display devices,
such as a liquid crystal display (LCD), a plasma display, an
organic light emitting diode (OLED) display, or another type
of display device.

In some examples, video encoder 20 and video decoder 30
operate according to a video compression standard, such as
ISO/IEC MPEG-4 Visual and ITU-T H.264 (also known as
ISO/IEC MPEG-4 AVC), including its Scalable Video Cod-
ing (SVC) and Multiview Video Coding (MVC) extensions. A
draft of the MV C extension of H.264 is, as of Dec. 19, 2012,
available for download at http://witp3.itu.int/av-arch/jvt-site/
2009_01_Geneva/JVT-ADO007.zip, the entire content of
which is incorporated herein by reference.

In other examples, video encoder 20 and video decoder 30
may operate according to other video compression standards,
including the High Efficiency Video Coding (HEVC) stan-
dard presently under development. A draft of the upcoming
HEVC standard, referred to as “HEVC Working Draft 4,” is
described in Bross et al., “WD4: Working Draft 4 of High
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Efficiency Video Coding,” Joint Collaborative Team on Video
Coding (JCT-VC) of ITU-T SG16 WP3 and ISO/IEC JTC1/
SC29/WG11, 6th Meeting: Torino, Italy, July, 2011, which,
as of Dec. 19, 2012, is downloadable from: http://phenix.int-
evry.fr/jct/doc_end_user/documents/6_Torino/wgl1/
JCTVC-F803-v8.zip, the entire content of which is incorpo-
rated herein by reference. Another draft of the upcoming
HEVC standard, referred to as “HEVC Working Draft 9,” is
described in Bross et al., “High Efficiency Video Coding
(HEVC) text specification draft 9,” Joint Collaborative Team
on Video Coding (JCT-VC) of ITU-T SG16 WP3 and ISO/
IEC JTC1/SC29/WG11, 11th Meeting: Shanghai, China,
October, 2012, which, as of Dec. 19, 2012, is downloadable
from: http://phenix.int-evry.fr/jct/doc_end_user/documents/
11_Shanghai/wg11/JCTVC-K1003-v8.zip, the entire con-
tent of which is incorporated herein by reference. Further-
more, video encoder 20 and video decoder 30 may operate
according to a multi-view extension of HEVC. A draft of the
multi-view extension of HEVC is described in Tech et al.,
“MV-HEVC Working Draft 2,” Joint Collaborative Team on
3D Video Coding Extension Development of ITU-T SG16
WP3 and ISO/IEC JTC1/SC29/WG11, 2" Meeting: Shang-
hai, China, October 2012, which as of Dec. 19, 2012 is down-
loadable from: http://phenix.int-evry.fr/jct2/doc_end_user/
documents/2_Shanghai/wgl 1/ICT3V-B1004-v1.zip, the
entire content of which is incorporated herein by reference.
Furthermore, video encoder 20 and video decoder 30 may
operate according to a3DV extension of HEVC. A draft of the
3DV extension of HEVC is described in Hannuksela et al.,
“3D-HEVC Test Model 1,” Joint Collaborative Team on 3D
Video Coding Extension Development of ITU-T SG16 WP3
and ISO/IEC JITC 1/SC 29/WG11, 1° Meeting: Stockholm,
Sweden, July 2012, which as of Dec. 19, 2012 is download-
able from: http://phenix.it-sudparis.euw/jct3v/doc_end_user/
documents/1_Stockholm/wgl1/JCT3V-A1005-v1.zip, the
entire content of which is incorporated herein by reference.
The techniques of this disclosure, however, are not limited to
any particular coding standard or technique.

FIG. 1 is merely an example and the techniques of this
disclosure may apply to video coding settings (e.g., video
encoding or video decoding) that do not necessarily include
any data communication between the encoding and decoding
devices. In other examples, data is retrieved from a local
memory, streamed over a network, or the like. An encoding
device may encode and store data to memory, and/or a decod-
ing device may retrieve and decode data from memory. In
many examples, the encoding and decoding is performed by
devices that do not communicate with one another, but simply
encode data to memory and/or retrieve and decode data from
memory.

Video encoder 20 and video decoder 30 each may be imple-
mented as any of a variety of suitable circuitry, such as one or
more microprocessors, digital signal processors (DSPs),
application-specific integrated circuits (ASICs), field-pro-
grammable gate arrays (FPGAs), discrete logic, hardware, or
any combinations thereof. If the techniques are implemented
partially in software, a device may store instructions for the
software in a suitable, non-transitory computer-readable stor-
age medium and may execute the instructions in hardware
using one or more processors to perform the techniques of this
disclosure. Any of the foregoing (including hardware, soft-
ware, a combination of hardware and software, etc.) may be
considered to be one or more processors. Each of video
encoder 20 and video decoder 30 may be included in one or
more encoders or decoders, either of which may be integrated
as part of a combined encoder/decoder (CODEC) in a respec-
tive device.
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This disclosure may generally refer to video encoder 20
“signaling” certain information to another device, such as
video decoder 30. The term “signaling” may generally refer
to the communication of syntax elements and/or other data
used to decode the compressed video data. Such communi-
cation may occur in real- or near-real-time. Alternately, such
communication may occur over a span of time, such as might
occur when storing syntax elements to a computer-readable
storage medium in an encoded bitstream at the time of encod-
ing, which then may be retrieved by a decoding device at any
time after being stored to this medium.

As mentioned briefly above, video encoder 20 encodes
video data. The video data may comprise one or more pic-
tures. Each of the pictures may be a still image. In some
instances, a picture may be referred to as a video “frame.”
Video encoder 20 may generate a bitstream that includes a
sequence of bits that form a coded representation of the video
data. The coded representation of the video data may include
coded pictures and associated data. A coded picture is a coded
representation of a picture. The associated data may include
sequence parameter sets (SPSs), picture parameter sets
(PPSs), and other syntax structures. A SPS may contain
parameters applicable to zero or more sequences of pictures.
A PPS may contain parameters applicable to zero or more
pictures. A syntax structure may be a set of zero or more
syntax elements present together in a bitstream in a specified
order.

Video encoder 20 typically operates on video blocks within
individual video frames in order to encode the video data. In
H.264/AVC, a video block may correspond to a macroblock
or a partition of a macroblock in H.264/AVC. In HEVC, a
video block may correspond to a coding unit (CU). Video
blocks may have fixed or varying sizes, and may differ in size
according to a specified coding standard. Furthermore, each
video frame may include a plurality of slices. Each slice may
include a plurality of video blocks.

When video encoder 20 encodes a video block, video
encoder 20 may generate a predictive pixel block that corre-
sponds to the video block. Video encoder 20 may perform
intra prediction or inter prediction to generate the predictive
pixel block. When video encoder 20 performs intra prediction
on a video block, video encoder 20 may generate, based on
samples (e.g., values of pixel components) within the same
video frame as the video block, a predictive pixel block that
corresponds to the video block. When video encoder 20 per-
forms inter prediction to generate a predictive pixel block that
corresponds to a video block, video encoder 20 may generate
the predictive pixel block based on samples within one or
more reference pictures. The reference pictures may be pic-
tures other than the picture that contains the video block.

After video encoder 20 generates a predictive pixel block
that corresponds to a video block, video encoder 20 may
generate a residual video block that corresponds to the video
block. Each sample in the residual video block may be based
on a difference between corresponding samples in the video
block and the predictive pixel block. Video encoder 20 may
apply a transform to the residual video block to generate one
or more coefficient blocks. Video encoder 20 may apply vari-
ous transforms to the residual video block. For example,
video encoder 20 may apply a transform such as a discrete
cosine transform (DCT), an integer transform, a wavelet
transform, or a conceptually-similar transform to the residual
video block. Video encoder 20 may quantize the coefficient
block to further reduce the number of bits used to represent
the video block. After quantizing the coefficient block, video
encoder 20 may perform and entropy encode (e.g., context-
adaptive binary arithmetic coding (CABAC), context-adap-
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tive variable length coding (CAVLC), exponential-Golomb
coding, etc.) syntax elements that represent coefficients in the
coefficient block and on other syntax elements associated
with the video block. Video encoder 20 may output a bit-
stream that includes the entropy-encoded syntax elements
associated with the video block.

Video decoder 30 may receive a bitstream that includes an
encoded representation of video data. Video decoder 30 may
parse the bitstream to extract syntax elements from the bit-
stream. As part of extracting the syntax elements from the
bitstream, video decoder 30 may apply entropy decoding to
portions of the bitstream. For each respective video block of
each frame of the video data, video decoder 30 may perform,
based at least in part on the syntax elements associated with
the respective video block, inter or intra prediction to generate
a predictive pixel block for the respective video block. In
addition, video decoder 30 may inverse quantize coefficients
of coefficient blocks associated with the respective video
block and may apply one or more inverse transforms to the
coefficient blocks to generate a residual video block for the
respective video block. Video decoder 30 may then recon-
struct the respective video block based at least in part on the
residual video block and the predictive pixel block. In this
way, by reconstructing each of the video blocks of a frame,
video decoder 30 may reconstruct the frame.

As mentioned above, video encoder 20 may perform inter
prediction to generate a predictive pixel block that corre-
sponds to a particular video block. More specifically, video
encoder 20 may perform uni-directional inter prediction or
bi-directional inter prediction to generate the predictive pixel
block.

When video encoder 20 performs uni-directional inter pre-
diction for a particular video block, video encoder 20 may
search for a reference block within reference pictures in a
single reference picture list. The reference block may be a
block of samples that is similar to the particular video block.
Furthermore, when video encoder 20 performs uni-direc-
tional inter prediction, video encoder 20 may generate motion
information for the particular video block. The motion infor-
mation for the particular video block may include a motion
vector and a reference picture index. The motion vector may
indicate a spatial displacement between a position of the
particular video block within the current frame (i.e., the frame
that includes the particular video block) and a position of the
reference block within the reference frame. The reference
picture index indicates a position within the reference picture
list of the reference frame that contains the reference picture
list. The predictive pixel block for the particular video block
may be equal to the reference block.

When video encoder 20 performs bi-directional inter pre-
diction for a particular video block, video encoder 20 may
search for a first reference block within reference pictures in
a first reference picture list (“list 0”) and may search for a
second reference block within reference pictures in a second
reference picture list (“list 1”). Video encoder 20 may gener-
ate, based at least in part on the first and the second reference
blocks, the predictive pixel block for the particular video
block. In addition, video encoder 20 may generate a first
motion vector that indicates a spatial displacement between
the particular video block and the first reference block. Video
encoder 20 may also generate a first reference picture index
that identifies a location within the first reference picture list
of'the reference picture that contains the first reference block.
Furthermore, video encoder 20 may generate a second motion
vector that indicates a spatial displacement between the par-
ticular video block and the second reference block. Video
encoder 20 may also generate a second reference picture
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index that identifies a location within the second reference
picture list of the reference picture that includes the second
reference block.

When video encoder 20 performs uni-directional inter pre-
diction on a particular video block, video decoder 30 may use
the motion information of the particular video block to iden-
tify the reference sample of the particular video block. Video
decoder 30 may then generate the predictive pixel block of the
particular video block based on the reference sample of the
particular video block. When video encoder 20 performs
bi-directional inter prediction on a particular video block,
video decoder 30 may use the motion information of the
particular video block to identify the two reference samples of
the particular video block. Video decoder 30 may generate the
predictive pixel block of the particular video block based on
the two reference samples of the particular video block.

H.264/AVC may be extended to provide for Multiview
Video Coding (MVC). In the MVC extension to H.264, there
may be multiple views of the same scene from different
viewpoints. The term “access unit” is used to refer to the set
of pictures that correspond to the same time instance. Thus,
video data may be conceptualized as a series of access units
occurring over time.

FIG. 2 is a conceptual diagram that illustrates an example
MVC decoding order. In the example of FIG. 2, each square
corresponds to a picture. Columns of squares correspond to
access units. Each access unit may be defined to contain the
coded pictures of all the views of a time instance. Rows of
squares correspond to views. In the example of FIG. 2, the
access units are labeled TO . . . T7 and the views are labeled
S0 ... S7. Because each picture of an access unit is decoded
before any view component of the next access unit, the decod-
ing order of FIG. 7 may be referred to as time-first coding. As
shown in the example of FIG. 2, the decoding order of pic-
tures may not be identical to the output or display order of the
pictures.

The MVC extension of H.264/AVC, the MV C extension of
HEVC and other standards provide for inter-view prediction.
Inter-view prediction is similar to the inter prediction used in
H.264/AVC and may use the same syntax elements. However,
when video encoder 20 performs inter-view prediction on a
video block, video encoder 20 may use, as a reference picture,
apicture that is in the same access unit as the video block, but
in a different view. In contrast, conventional inter prediction
only uses pictures in different access units as reference pic-
tures. In MVC, aview is referred to as a “base view” if a video
decoder (e.g., video decoder 30) can decode pictures in the
view without reference to pictures in any other view. Perform-
ing motion compensation on a picture in a different view of a
same access unit may be referred to as disparity motion com-
pensation. This disclosure may refer to a view component
used as a reference picture for inter-view prediction as an
inter-view reference view component. In some examples, an
inter-view reference picture may be a view component with
nal_ref_flag equal to 1 or may be a view component with
nal_ref_flag equal to 0.

FIG. 3 is a conceptual diagram that illustrates an example
MVC temporal and inter-view prediction structure. In the
example of FIG. 3, each square corresponds to a picture.
Squares labeled “I” are intra predicted pictures. Squares
labeled “P” are uni-directionally inter predicted pictures.
Squares labeled “B” and “b” are bi-directionally inter pre-
dicted pictures. Squares labeled “b” are bi-directionally pre-
dicted pictures that are not used as reference pictures for other
pictures. Squares labeled “B” are bi-directionally predicted
pictures that may be used as reference pictures for other
pictures. An arrow that points from a first square to a second
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square indicates that the first square is available in inter pre-
diction as a reference picture for the second square. As indi-
cated by the vertical arrows in FIG. 3, pictures in different
views of the same access unit may be available as reference
pictures. The use of one picture of an access unit as a refer-
ence picture for another picture of the same access unit may
be referred to as inter-view prediction.

In the MVC extension of H.264/AVC, inter-view predic-
tion may implemented as if the picture in another view is an

12

nents with view order identifiers equal to i. A view identifier
may be a value that identifies a particular camera position. All
view components that belong to the same camera position
may be associated with the same view identifier. A view order
index is a signed integer that specifies the ordering of coded
views from left to right. In contrast, a view identifier (viewld)
does not imply any ordering of camera positions.
Furthermore, the SPS MVC extension may include, for
each view, “anchor_ref 10 syntax elements that indicate

inter prediction reference picture. When coding a current 10 view identifiers of pictures that video decoder 30 may include
picture in a non-base view, a picture may be added into a in an initial version of reference picture list 0 for inter-view
reference picture list, if the picture is in a different view but prediction of anchor pictures. An anchor picture is a coded
with a same time instance (i.e., access unit) as the current picture in which all slices reference only slices in the same
picture. An inter-view prediction reference picture can be put access unit. That is, video encoder 20 may use inter-view
in any position of a reference picture list, like any other type 15 prediction to encode an anchor picture, but video encoder 20
ofinter prediction reference picture. Inthe MVC extension of does not use inter prediction to encode the anchor picture. The
H.264/AVC, video encoder 20 may signal, in an extension of SPS MVC extension may also include, for each view,
a SPS for a video sequence, the inter-view reference pictures “anchor_ref_11” syntax elements that indicate view identifi-
that may potentially be used for pictures in the video ers of pictures that video decoder 30 may include in an initial
sequence. Table 1, below, is an example syntax for the exten- 20 version of reference picture list 1 for inter-view prediction of
sion of the SPS. anchor pictures. Furthermore, the SPS MVC extension may
TABLE 1
Descriptor
seq_parameter_set_mvc_extension( ) {
num_views_minusl ue(v)
for(i=0;i<=num_views_minusl; i++ )
view_id[ 1] ue(v)
for(i=1;i<=num_views_minusl; i++) {
num_anchor_refs 10[i] ue(v)
for(j = 0;j <num_anchor refs_10[i];j++)
anchor_ref10[ 1 ][] ue(v)
num_anchor_refs 11[1] ue(v)
for(j = 0; j <num_anchor_refs_I1[1i]; j++)
anchor_ref11[1 ][] ue(v)
for(i=1;i<=num_views_minusl; i++) {
num_non_anchor_refs 10[ 1] ue(v)
for(j =0;j <num_non_anchor_refs_l0[i]; j++ )
non_anchor_ref 10[i][]] ue(v)
num_non_anchor_refs 11[1] ue(v)
for(j =0;j <num_non_anchor refs_I1[i]; j++ )
non_anchor_ref 11[i][]] ue(v)
num_level values_signalled_minusl ue(v)
for(i=0;i<=num_level values_signalled_minusl; i++ ) {
level_ide[ 1] u(®)
num_applicable_ops_minusl[ i ] ue(v)
for(j = 0; j <= num_applicable_ops_minus1[i]; j++ ) {
applicable_op_temporal id[i][]] u(3)
applicable_op_num_target views_minusl [i][]] ue(v)
for( k = 0; k <= applicable_op_num_target views_minusl[i][]]; k++)
applicable_op_target view_id[i][j][ k] ue(v)
applicable_op_num_views_minus1[i][]] ue(v)

InTable 1 and in the following tables, the syntax elements 5 include, for each view, “non_anchor_refs_10” syntax ele-

with type descriptor ue(v) are variable-length unsigned inte-
gers encoded using 0% order Exponential-Golomb coding
with left bit first. In Table 1 and in the following tables, a
syntax element having a type descriptor of the form u(n),
where n is a non-negative integer, are unsigned values of
length n. For instance, the syntax elements with type descrip-
tors u(3) and u(8) are an unsigned integer with 3 and 8 bits,
respectively.

In the SPS MVC extension of Table 1, the “num_views_
minus1” syntax element, plus 1, indicates the maximum num-
ber of coded views in a coded video sequence. The “view_id
[1]” syntax elements indicate view identifiers of view compo-
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ments that indicate view identifiers of pictures that video
decoder 30 may include in list 0 for inter-view prediction of
non-anchor view components. Similarly, the SPS MVC
extension may include, for each view, “non_anchor_refs_11”
syntax elements that indicate view identifiers of pictures that
video decoder 30 may include in list 1 for inter-view predic-
tion of non-anchor view components. In this way, the SPS
MVC extension of Table 1 may provide different prediction
relationships for anchor pictures and non-anchor pictures of
the same view.

In the MVC extension of H.264/AVC, a NAL unit may
include a one-byte NAL unit header and a three-byte MVC
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NAL unit header extension if the NAL unit type is a prefix
NAL unit or a MVC video coding layer (VCL) NAL unit. A
prefix NAL unit in MVC may contain only a NAL unit header
and the MVC NAL unit header extension. A MVC VCL NAL
unit may be a coded slice NAL unit. In H.264/AVC, the term
“VCL NAL unit” is a collective term for referring to coded
slice NAL units and coded slice data partition NAL units.
Table 2, below, indicates an example syntax for the MVC
NAL unit header extension (“nal_unit_header_mvc_exten-

sion”).
TABLE 2
C Descriptor
nal_unit_header_mvc_extension( ) {
non_idr_flag All u(l)
priority_id All u(6)
view_id All u(10)
temporal_id All u(3)
anchor_pic_flag All u(l)
inter_view_flag All u(l)
reserved_omne_bit All u(l)

In the example syntax of Table 2, the non_idr_flag indi-
cates whether the NAL unit belongs to an instantaneous
decoding refresh (IDR) NAL unit. A random access point is a
picture that includes only I slices. A random access point is a
picture that includes only I slices. The priority_id syntax
element may be used for one-path adaption, wherein adapta-
tion can be done by checking priority_id. The view_id syntax
element may indicate a view identifier of a current view. The
NAL unit may include a coded representation of a slice of a
view component of the current view. The temporal_id syntax
element may indicate a temporal level of the NAL unit. The
temporal level of a NAL unit may indicate a picture rate
associated with the NAL unit. The anchor_pic_flag syntax
element may indicate whether the NAL unit belongs to an
anchor picture that can be used for random access. The inter_
view_flag syntax element indicates whether a current view
component is used for inter-view prediction for NAL units in
other views. The NAL unit may include a coded representa-
tion of a slice of the current picture.

In addition to encoding multiple views, there is an ongoing
effort to generate a three-dimensional video (3DV) coding
extensions to H.264 and HEVC. The 3DV extensions provide
for depth maps. Depth maps are pictures whose pixel values
represent the three-dimensional depths of objects shown in
corresponding “texture” pictures. In some examples, brighter
pixel values in a depth map may correspond to objects that are
closer to a camera and darker pixel values in a depth map may
correspond to objects that are further from the camera. The
“texture” pictures may include conventional pictures. In con-
trast to 3DV, MVC does not provide for depth maps and only
texture pictures are coded. However, because the 3DV exten-
sions also use multiple texture views, the 3DV extensions
may employ many of coding techniques used in MVC.

In the 3DV extensions to H.264/AVC and HEVC, video
encoder 20 may encode a depth map in the same manner as
other views of an access unit. That is, in addition to texture
pictures for different views, an access unit may include a
depth map. A depth map for an access unit may also be
referred to as a “depth view component” of the access unit.
The term “view component” may be used to refer to either
texture view components or the depth view component of an
access unit.

Video coders (e.g., video encoder 20 and video decoder 30)
may use Depth Image Based Rendering (DIBR) to generate,
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based on available texture and depth view components, syn-
thetic texture view components. A synthetic texture view
component may be a texture view component that is synthe-
sized based on a depth map and one or more texture view
components. In some instances, a synthetic texture view com-
ponent may beused as a reference picture for inter-access unit
prediction or inter-view prediction. Synthetic texture view
components that are used as reference pictures may be
referred to as view synthesis reference pictures (VSRPs).
Video coders may include VSRPs in reference picture lists. In
some specific designs, a video coder may use multiple view
components (with depth) to generate one VSRP through
DIBR. In some examples, only one VSRP may be available
for each coded picture.

Some reference pictures are “short-term” reference pic-
tures and some reference pictures are “long-term” reference
pictures. Long-term reference pictures may remain in the
reference picture lists for longer periods of time than short-
term reference pictures. If video encoder 20 determines that it
would be advantageous to maintain the availability of a ref-
erence picture for an extended period of time (e.g., several
seconds), video encoder 20 may signal that the reference
picture is a long-term reference picture. For instance, video
encoder 20 may indicate that a reference frame is a long-term
reference picture if the reference picture contains a static
background and other pictures cover and uncover portions of
this static background. In H.264/AVC or H.264/MVC, a
short-term reference picture never has a frame number (fra-
me_num) equal to the frame number of the current picture
(i.e., the picture that is currently being coded). A frame num-
ber of a picture is a value based on a picture number of the
picture. The frame number of a picture may be used to iden-
tify the picture when the picture is used as a short-term ref-
erence picture.

As mentioned above, video coders (e.g., video encoder 20
and video decoder 30) may maintain a first reference picture
list (list 0) and a second reference picture list (list 1). List 0
and list 1 may be lists of frame numbers of reference pictures.
Video encoder 20 may signal that a video block is inter-
predicted using a reference block in a particular reference
picture by signaling a position in a reference picture list of the
frame numbers of the particular reference picture.

Some video coders generate reference picture lists such
that the frame numbers of temporal (i.e., intra-view) refer-
ence pictures are always initially listed first. The frame num-
bers of the temporal reference pictures are followed in the
reference picture lists by the frame numbers of inter-view
reference pictures. That is, a video coder may generate a
reference picture using the following steps. First, the video
coder may apply a reference picture list initialization process
for temporal (i.e., intra-view) reference pictures as specified
in the H.264/AVC standard, wherein reference pictures from
other views are not considered. Second, the video coder may
append inter-view reference pictures to the end of the refer-
ence picture list in an order that the inter-view reference
pictures occur in the MVC SPS extension. Third, the video
coder may apply a reference picture list modification (RPLM)
process for both intra-view and inter-view reference pictures.
For instance, a video encoder or a video decoder may perform
a reference picture list modification process that changes a
position in a reference picture list of an inter-view reference
view component. Inter-view reference pictures may be iden-
tified in RPLM commands by their index values, as specified
by the MVC SPS extension. The RPLM process is described
in detail below.

In HEVC, a NAL unit header of a VCL NAL unit may be
two bytes in length. In contrast, a NAL unit header of a VCL
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NAL unit in H.264/AVC may only be one byte in length. The
first byte of the NAL unit header of a HEVC VCL NAL unit
may have the same syntax and semantics as the NAL unit
header of a H.264/AVC VCL NAL unit. When the second
byte of the NAL unit header of a HEVC VCL NAL unit is
present, the second byte of the NAL unit header of the HEVC
VCL NAL unit may include a temporal identifier (e.g., “tem-
poral_id”) syntax element and an output flag (e.g., “output_
flag”) syntax element. The temporal identifier syntax element
may specify a temporal identifier for the NAL unit. Each NAL
unit that includes a coded slice of a view component of an
access unit may have the same the temporal identifier. The
output flag syntax element may affect output of a decoded
picture associated with the NAL unit, as described in Annex C
of HEVC.

Furthermore, after a video coder generates reference pic-
ture lists 0 and 1 in HEVC, the video coder may generate a
combined reference picture list from reference pictures in
reference picture lists 0 and 1. To generate the combined
reference picture list, the video coder may select entries (i.e.,
reference pictures) from lists 0 and 1 and inserts (e.g.,
appends) the selected entries to the combined reference pic-
ture list. In some examples, the video coder may select the
entries from list 0 and list 1 based on ascending order of
occurrence in list 0 and list 1. If a selected entry is already in
the combined reference picture list, the video coder does not
insert the entry into the combined reference picture list again.
The video coder may determine whether a selected entry is
already in the combined reference picture list by checking
picture order count (POC) numbers of the entries.

In HEVC, video encoder 20 signals a Reference Picture Set
(RPS) for each coded picture. An RPS ofa coded picture is set
of reference pictures associated with the coded picture. The
RPS may include, and in some examples consist of, all refer-
ence pictures that are prior to the coded picture in decoding
order that may be used for inter prediction of the coded
picture or any picture following the coded picture in decoding
order.

Video encoder 20 may signal the RPS’s of coded pictures
in PPS’s and slice headers. For instance, video encoder 20
may signal an RPS in a PPS and may signal in a slice header
of'acoded picture that the RPS of the coded picture is the RPS
signaled in the PPS. In other instances, video encoder 20 may
signal the RPS of a coded picture directly in a slice header of
the coded picture. Accordingly, video decoder 30 may parse,
from a slice header, the syntax elements indicating the RPS.

The RPS of a view component (i.e., the current view com-
ponent) may be divided into five reference picture subsets:
RefPicSetStCurr0, RefPicSetStCurrl, RefPicSetStFoll0,
RefPicSetStFolll, RefPicSetLtCurr, and RefPicSetLtFoll.
Each of these reference picture subsets may comprise a list of
POC values that identify reference view components. The
terms “reference view components” and “reference pictures”
may be used interchangeably in this disclosure. RefPicSetSt-
Curr0 may consist of all short-term reference view compo-
nents that are prior to the current view component in both
decoding order and output order, and that may be used in inter
prediction of the current view component. RefPicSetStCurrl
may consist of all short-term reference view components that
are prior to the current view component in decoding order,
that succeed the current view component in output order, and
that may be used in inter prediction of the current view com-
ponent. RefPicSetStFoll0 may consist of all short-term refer-
ence view components that are prior to the current view
component in both decoding order and output order, that may
be used in inter prediction of one or more of the view com-
ponents following the current view component in decoding
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order, and that are not used in inter prediction of the current
view component. RefPicSetStFolll may consist of all short-
term reference view components that are prior to the current
view component in decoding order, that succeed the current
view component in output order, that may be used in inter
prediction of one or more of the view component following
the current view component in decoding order, and that are
not used in inter prediction of the current view component.
RefPicSetLtCurr may consist of all long-term reference view
components that are prior to the current view component in
decoding order and that may be used in inter prediction of the
current view component. RefPicSetL.tFoll may consist of all
long-term reference view components that are prior to the
current view component in decoding order, that may be used
in inter prediction of one or more of view components fol-
lowing the current view component in decoding order, and
that are not used in inter prediction of the current view com-
ponent.

The number of entries in RefPicSetStCurr0, RefPicSetSt-
Currl, RefPicSetStFoll0, RefPicSetStFolll, RefPicSetlt-
Curr, and RefPicSetLtFoll may be referred to in this disclo-
sure as NumRpsStCurr0, NumRpsStCurrl, NumRpsStFoll0,
NumRpsStFolll, NumRpsLtCurr, and NumRpsLtFoll
respectively. If the current view component is an IDR picture,
RefPicSetStCurr0, RefPicSetStCurrl, RefPicSetStFoll0,
RefPicSetStFolll, RefPicSetLtCurr, and RefPicSetLtFoll are
all empty, and NumRpsStCurr0, NumRpsStCurrl, Num-
RpsStFoll0, NumRpsStFolll, NumRps[tCurr, and Num-
RpsLtFoll are all equal to 0. Further description of reference
pictures sets may be found in Boyceetal., “JCT-VC break-out
report: Reference picture buffering and list construction
(AHG21), document no. JCTVC-G1002, dated Nov. 11,
2011, which as of Dec. 19, 2012 is available from http://
phenix.int-evry.fr/jct/doc_end_user/documents/7_Geneva/
wgl1/JCTVC-G1002-v5.zip, the entire content of which is
incorporated herein by reference.

When a video coder codes a P or B slice, the video coder
may generate initial versions of list 0 and list 1. In other
words, the video coder may initialize list 0 and list 1. The
video coder may generate the initial versions of list 0 and list
1 such that list 0 and list 1 include at least one reference
picture from RefPicSetCurr0, RetPicSetCurrl, or RefPic-
SetLtCurr.

For instance, the video coder may perform an operation
described by the following pseudo-code to generate the initial
version of list 0.

cldx=0
while( cldx <= num_ ref idx_10_ active__minusl )

for( i=0; i < NumRpsStCurr0 && cldx <=
num_ref idx_10_ active_ minusl; cIdx++, i++ )
RefPicList0[ cldx ] = RefPicSetStCurr0[ i |
for( i=0; i < NumRpsStCurrl && cldx <=
num__ref idx_ 10_ active__minusl; cIdx++, i++ )
RefPicList0[ cldx ] = RefPicSetStCurrl[i ]
for( i=0; i < NumRpsLtCurr && cldx <=
num__ref idx_ 10_ active__minusl; cIdx++, i++ )
RefPicList0[ cldx ] = RefPicSetLtCurt| i ]

In the pseudo-code above, cldx is a counter variable. Further-
more, in the pseudo-code above, num_ref_idx_10 active_mi-
nusl is a value that indicates the number of active reference
pictures in list 0, minus 1. When the video coder performs the
pseudo-code above, the video coder inserts each reference
picture of RefPicSetStCurr0 into reference picture list 0, then
inserts each reference picture of RefPicSetStCurrl into ref-
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erence picture list 0, then inserts each reference picture of
RefPicSetLtCurr into reference picture list 0.

The video coder may perform an operation described by

the following pseudo-code to generate the initial version of s

list 1.

cldx=0
while( cIdx <= num_ ref_idx_ |11_ active__minusl )

for( i=0; i < NumRpsStCurrl && cldx <=

num_ ref idx_11_ active_minusl; cIdx++, i++ )
RefPicListl[ cldx ] = RefPicSetStCurrl[i ]

for( i=0; i < NumRpsStCurr0 && cldx <=

num_ ref idx_11_ active__minusl; cIdx++, i++ )
RefPicListl[ cldx ] = RefPicSetStCurr0[ i |

for( i=0; i < NumRpsLtCurr && cldx <=

num_ ref idx_11_ active__minusl; cIdx++, i++ )
RefPicListl[ cldx | = RefPicSetLtCurr[ i ]

When the video coder performs the pseudo-code above, the
video coder inserts each reference picture of RefPicSetSt-
Curr0 into reference picture list 1, then inserts each reference
picture of RefPicSetStCurrl into reference picture list 1, then
inserts each reference picture of RefPicSetLtCurr into refer-
ence picture list 1.

In some instances, it may be advantageous to change the
order of reference pictures in a reference picture list. For
instance, because positions may be signaled using unary val-
ues, fewer bits may be required to indicate the first position in
a reference picture list than a last position in the reference
picture list. Hence, if a particular reference picture is likely to
be used frequently, it may be advantageous to have the par-
ticular reference picture closer to the first position of the
reference picture list than to the last position in the reference
picture list.

Accordingly, video encoder 20 may include a series of one
or more RPLM commands in the bitstream. An RPLM com-
mand may be a set of one or more syntax elements for insert-
ing a reference picture in a reference picture list. Thus, by
including RPLM commands in the bitstream, video encoder
20 may flexibly arrange temporal and view prediction refer-
ences, which may provide potential coding efficiency gains.
In addition, the use of RPLM commands may increase error
resilience because reference picture selection and redundant
picture mechanisms may be extended to the view dimension.

Video decoder 30 processes the RPLM commands in the
order the RPLM commands are signaled in the bitstream.
Furthermore, when video decoder 30 processes a series of
RPLM commands, video decoder 30 may initially set a cur-
rent index value to 0 and may increment the current index
value during processing of each RPLM command. When
video decoder 30 processes a RPLM command, video
decoder 30 may shift down in the reference picture list, by one
position, the reference picture at the position indicated by the
current index value and all reference pictures at positions
following the position indicated by the current index value.
Video decoder 30 may then insert a reference picture into the
reference picture list at the position indicated by the current
index value. Video decoder 30 may then scan through the
reference picture list and remove, if present, a duplicate of the
inserted reference picture.

RPLM commands may be specified in a slice header of a
coded slice. Table 3, below, shows an example syntax for
RPLM commands that may be included in a slice header.
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TABLE 3

RPLM syntax

Descriptor

ref_pic_list_modification( ) {
if( slice_type!=2) {
ref_pic_list_modification_flag 10
if( ref_pic_list_modificationflag 10)
do {
list_modification_idc
if{ list_modification_ide !=3)
ref_pic_set_idx
} while( list_modification_idc !=3)

u(l)

ue(v)

ue(v)

if( slice_type % 5==1) {
ref_pic_list modification_flag 11
if( ref_pic_list_modification_flag 11)
do {
list_modification_idc
if{ list_modification_ide !=3)
ref_pic_set_idx
} while( list_modification_idc !=3)

u(l)

ue(v)

ue(v)

In Table 3, “slice_type” indicates a type of the current slice
(i.e., the slice whose slice header includes the RPLM com-
mands). Table 4, below, indicates example semantics of
“slice_type.”

TABLE 4
slice_type Name of slice_type
0 P (P slice)
1 B (B slice)

2 I (Islice)

Furthermore, in the example syntax of Table 3, the “list_
modification_idc” and “ref_pic_set_idx” syntax elements
may specify changes from the initial versions of the reference
picture lists to the versions of the reference picture lists that a
video coder uses for inter prediction. The “ref_pic_list_modi-
fication_flag_10” syntax element indicates whether there are
one or more “list_modification_idc” syntax elements to
modify list 0. When the “ref_pic_list_modification_flag 10"
syntax element is equal to 1, the number of times that the
“list_modification_idc” syntax element is not equal to 3 may
not exceed the number of active reference picture lists in list
0. The “ref_pic_list_modification_flag 11" syntax element
indicates whether there are one or more “list_modification_
idc” syntax elements to modify list 1. When “ref_pic_list_
modification_flag_11"is equal to 1, the number of times that
list_modification_idc is not equal to 3 may not exceed the
number of active reference picture lists in list 1. The “long
term_pic_num” syntax element specifies a long-term frame
number of a picture being moved to the current index of the
reference picture list.

In general, the “ref_pic_set_idx” syntax element specifies
an index to a position in RefPicSetStCurr0, RefPicSetSt-
Currl or RefPicSetLtCurr of a reference picture to be moved
to the current index in the reference picture list. The value of
the “ref_pic_set_idx” syntax element may range from 0 to the
maximum-allowable number of reference pictures, inclusive.

The “list_modification_idc” syntax element specifies a
type of RPLM command to perform. For ease of explanation,
this syntax element may be referred to as the RPLM type
syntax element. In some examples, the RPLM type syntax
element may have a value ranging from 0 to 3, inclusive. For
list 0, if the RPLM type syntax element is equal to 0, the
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“ref_pic_set_idx” syntax element is present and the “ref_pic_
set_idx” syntax element corresponds to an index to a position
in RefPicSetStCurr(. For example, “ref_pic_set_idx” may
indicate the reference picture at the second position in Ref-
PicSetStCurr0. For list 1, if the RPLM type syntax element is
equal to 0, the “ref_pic_set_idx” syntax element is present
and the “ref_pic_set_idx” syntax element corresponds to an
index to a position in RefPicSetStCurrl.

For list 0, ifthe RPLM type syntax element is equal to 1, the
“ref_pic_set_idx” syntax element is present and the “ref_pic_
set_idx” syntax element corresponds to an index to a position
in RefPicSetStCurrl. For list 1, if the RPLM type syntax
element is equal to 1, the “ref_pic_set_idx” syntax element is
present and the “ref pic_set_idx” syntax element corre-
sponds to an index to a position in RefPicSetStCurr0.

If the RPLM type syntax element is equal to 2, the “ref_
pic_set_idx” syntax element is present and the “ref_pic_set_
idx” syntax element indicates an index to a position in Ref-
PicSetLtCurr. If the RPLM type syntax element is equal to 3,
the video coder stops the loop of modifying the reference
picture list.

When the “ref_pic_list_modification_flag_10" syntax ele-
ment is equal to 1, a video coder may process the “list_modi-
fication_idc” syntax elements in an order that they occur in
the bitstream. For each “list_modification_idc” syntax ele-
ment, the video coder may determine whether the “list_modi-
fication_idc” syntax element is equal to 0, 1, or 2. If the
“list_modification_idc” syntax element is equal to 0, 1, or 2,
the video coder may invoke a process to move one reference
picture to a reference picture index. The video coder may
provide an index refldxL.0 as input to the process and may set
refldxL.0 to the output of the process. Refldx.0 is an index
into list 0. The video coder may initially set refldx[L0 to be
equal to 0. The process to move one reference picture to a
reference picture index is described below. Otherwise, if the
“list_modification_idc” syntax element is equal to 3, the
video coder stops the reference picture list modification pro-
cess for list 0.

When a current slice is a B slice and the “ref_pic_list_
modification_flag_11” syntax element is equal to 1, the video
coder may process the “list_modification_idc” syntax ele-
ments in an order that they occur in the bitstream. For each
“list_modification_idc” syntax element, the video coder may
determine whether the “list_modification_idc” syntax ele-
ment is equal to 0, 1, or 2. If the “list_modification_idc”
syntax element is equal to 0, 1, or 2, the video coder may
invoke a process to move one reference picture to a reference
picture index. The video coder may provide an index
refldx[.1 as input to the process and may set refldx[.1 to the
output of the process. Refldx[.1 is an index into list 1. The
video coder may initially set refldx[.1 to be equal to 0. The
process to move one reference picture to a reference picture
index is described below. Otherwise, if the “list_modifica-
tion_idc” syntax element is equal to 3, the video coder stops
the reference picture list modification process for list 1.

As mentioned above, a video coder may perform a process
to move a reference picture to a reference picture index. This
process may take the reference picture index as input and
output an incremented reference picture index. The reference
picture index may be denoted as refldx[LX, where X is equal
to 0 for movement of a reference picture in list 0 and X is
equal to 1 for movement of a reference picture in list 1. If the
“list_modification_idc” syntax element is equal to O and the
current reference picture list is list 0, the video decoder may
designate RefPicSetStCurr0 as the current reference picture
set. Otherwise, if the “list_modification_idc” syntax element
is equal to 0 and the current reference picture list is list 1, the

10

15

20

25

30

35

40

45

50

55

60

65

20

video coder may designate RefPicStCurrl as the current ref-
erence picture set. If the “list_modification_idc” syntax ele-
ment is equal to 1 and the current reference picture list is list
0, the video coder may designate RefPicStCurrl as the cur-
rent reference picture set. If the “list_modification_idc” syn-
tax element is equal to 1 and the current reference picture list
is list 1, the video coder may designate RefPicStCurr0 as the
current reference picture set. If the “list_modification_idc”
syntax element is equal to 2, the video coder may designate
RefPicSetLtCurr as the current reference picture set.

Furthermore, in the process to move a reference picture to
a reference picture index, the video coder may determine a
relevant POC value, pocLX. The relevant POC value may be
the POC value of a reference picture to insert into reference
picture list X (where X is 0 or 1) at the position in the current
reference picture set indicated by the “ref_pic_set_idx” syn-
tax element. In addition, the video coder may perform a
process described by the following pseudo-code to insert a
picture having the relevant POC value into the current refer-
ence picture list at the position indicated by refldx.X.

for( cldx =num_ ref idx_IX_ active_minusl + 1; cIdx >
refldxLX; cldx—- )

RefPicListX[ cIdx ] = RefPicListX][ cIdx — 1]
RefPicListX[ refldxLX++ ] = pocLX
nldx = refldxL.X
for( cldx = refldxLX; cIdx <= num_ ref idx_ IX_ active__minusl + 1;
cldx++)

if( PicOrderCnt( RefPicListX[ cIdx ] ) !=pocLX)

RefPicListX[ nldx++ ] = RefPicListX[ cldx ]

In the pseudo-code above cldx is a counter variable. Further-
more, in the pseudo-code above,
num_ref_idx_1X_active_minusl is a variable equal to the
number of active reference pictures in the current reference
picture list, minus 1. PicOrderCnt is a function that returns a
POC value of a reference picture. When the video coder
performs the process described by the pseudo-code above, the
video coder may shift the reference pictures following the
position indicated by refldx[L.X to positions later in the cur-
rent reference picture list, insert the reference picture with the
relevant POC value, increment refldxLX, and remove from
the reference picture list any duplicate of the reference picture
with the relevant POC value.

In the pseudo-code above, the length of the current refer-
ence picture list may temporarily be one element longer than
the length of the final version of the current reference picture
list. Accordingly, after the video coder performs the operation
described by the pseudo-code above, the video coder may
retain only elements 0 through
num_ref idx_1X_active_minus] in the final version of cur-
rent reference picture list.

U.S. Provisional Patent Application No. 61/512,771, the
entire content of which is incorporated herein by reference,
describes an extension of HEVC to include coding of multiple
texture views, similar to the MVC extension of H.264/AVC.
That is, U.S. Provisional Patent Application No. 61/512,771,
describes the use in HEVC of inter-view prediction (i.e.,
disparity motion compensation), similar to that used in
H.264/AVC. Furthermore, in U.S. Provisional Patent Appli-
cation No. 61/512,771, a video encoder may signal, in a SPS,
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view identifiers of view components upon which non-base
views are dependent. Table 5, below, is a portion of a syntax
of'an SPS to signal view dependencies of non-base views.

TABLE §

for(i=1;i<=num_views_minusl; i++) {

num_ref views[ 1] ue(v)
for(j =0;j <num_ref views[i]; j++)
ref_view_idx[i][]] ue(v)
¥

InTable 5, above, the “ref_view_idx[i][j]” syntax elements
indicate view order indexes of the j-th view component for
inter-view prediction in the initial versions of reference pic-
ture list 0 and reference picture list 1 for decoding a view
component with view order index equal to i. In U.S. Provi-
sional Patent Application No. 61/512,771, reference picture
list construction follows the same procedure as in H.264/
MVC. However, in U.S. Provisional Patent Application No.
61/512,771, video encoder 20 may use the same signaling,
regardless of whether the current picture is an anchor picture
or non-anchor picture and whether the current list is RefPi-
cList0 or RefPicListl1. In this way, two indications for RPLM
commands may be used and the difference of the inter-view
reference index may be used to identify an inter-view refer-
ence picture.

There may be several problems with the video coders
described above. For example, signaling of inter-view refer-
ence view components may be inefficient or missing. In
another example, the reference picture list initialization pro-
cess may be inefficient. In another example, the reference
picture list modification process may be inefficient.

The techniques of this disclosure may remedy these prob-
lems. In accordance with the techniques of this disclosure, a
video coder derives a RPS for a current view component. The
RPS ofthe current view component may include the reference
picture subsets: RefPicSetStCurr0, RefPicSetStCurrl, Ref-
PicSetStFoll0, RefPicSetStFolll, RefPicSetLtCurr, RefPic-
SetLtFoll. In addition, the RPS of the current view component
may include an inter-view reference picture set (RefPic-
SetlnterView). The inter-view prediction reference picture set
includes view components that are not from a same view as
the current view component, that also are from a same access
unit as the current view component, and that also are used by
the current view component for inter-view prediction refer-
ence. In some examples, the inter-view reference picture setis
signaled at a sequence level and may be shared by all view
components of the same view. RefPicSetStCurr(, RefPicSet-
StCurrl, RefPicSetStFoll0, RefPicSetStFolll, RefPicSetLt-
Curr, and RefPicSetltFoll include reference view compo-
nents that are from the same view as the current view
component, are prior to the current view component in decod-
ing order, and may be used for inter prediction of the current
view component or any view component from the same view
following the current view component in decoding order.
RefPicSetStCurr0, RefPicSetStCurrl, RefPicSetStFoll0,
RefPicSetStFolll, RefPicSetLtCurr, and RefPicSetLtFoll
may be referred to herein as the intra-view reference picture
set.
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In one example, video encoder 20 may derive RefPic-
SetlnterView using the following pseudo-code:

for(j =0;j <num__ref_views[ VOIdx ]; j++ )
RefPicSetInterView[ j ] = ref_view__idx[ VOIdx ][] ]
NumRpsInterView = j

In the pseudo-code above, VOIdx indicates the view order
index of the current view component.

In another example, video encoder 20 may derive RefPic-
SetlnterView using the following pseudo-code:

if( all_inter_ view_refs_flag) {
for(j=0;j <num_ ref_views[ VOIdx ]; j++)
RefPicSetInterView[ j | = ref__view__idx[ VOIdx ][] ]
NumRpsInterView = j

else if{ no_inter_ view__refs_ flag)
NumRpsInterView = 0 // RefPicSetInterView is empty
else {
for(j=0,jj=0;jj <num__ref views[ VOIdx ]; jj++)
if( ref_view_ flag] VOIdx ][ jj ])
RefPicSetInterView[ j++ ] = ref_view__idx[ VOIdx ][ jj ]
NumRpsInterView = j

In the pseudo-code above, the ref_view_flag| VOIdx][j] val-
ues for all j values are from the syntax structure inter_vie-
w_rps(i, inter_view_rps_idx) in the active sequence param-
eter set.

For instance, video encoder 20 may generate, based on a
reference picture set of a current view component of an access
unit, a reference picture list for the current view component.
The reference picture set may include an inter-view reference
picture set that includes a plurality of view components that
belong to the access unit and that are associated with different
views. Furthermore, video encoder 20 may encode the current
view component based on one or more reference pictures in
the reference picture list. Video encoder 20 may generate a
bitstream that includes syntax elements indicating the refer-
ence picture set of the current view component.

Furthermore, in accordance with the techniques of this
disclosure, video decoder 30 may parse, from a bitstream,
syntax elements indicating a reference picture set of a current
view component of an access unit, the reference picture set
including an inter-view reference picture set that includes a
plurality of view components that belong to the access unit
and that are associated with different views. Video decoder 30
may generate, based on the reference picture set, a reference
picture list for the current view component. In addition, video
decoder 30 may decode the current view component based at
least in part on one or more reference pictures in the reference
picture list.

When a video coder (such as video encoder 20 or video
decoder 30) initializes reference picture lists 0 and 1 for the
current view component, the video coder includes reference
view components from RefPicSetInterView in reference pic-
turelists 0 and 1. In some examples, the video coder generates
reference picture lists 0 and 1 such that reference picture lists
0 and 1 include each view component of the inter-view ref-
erence picture set (RefPicSetlnterView). The video coder
may include reference view components from RefPicSetlnt-
erView at various locations in reference picture lists 0 and 1
according to various predefined orders.

In a first example order, the video coder initializes refer-
ence picture list 0 such that view components in RefPicSet-
StCurr0 are listed first, followed by view components in
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RefPicSetInterView, view components in RefPicSetStCurrl,
and view components in RefPicSetLtCurr. In this example,
the video coder initializes reference picture list 1 such that
view components in RefPicSetStCurrl are listed first, fol-
lowed by view components in RefPicSetlnterView, view
components in RefPicSetStCurr0, and view components in
RefPicSetLtCurr. Thus, in this example, video decoder 30
may generate a reference picture list (e.g., list 0 or list 1) such
that a first subset (i.e., RefPicSetStCurr0) or a second subset
(i.e., RefPicSetStCurrl) occurs first in the reference picture
list, followed by the inter-view reference picture set (i.e.,
RefPicSetInterView).

In a second example order, the video coder initializes ref-
erence picture list 0 such that view components in RefPicSet-
StCurr( are listed first, followed by view components in
RefPicSetStCurrl, view components in RefPicSetlnterView,
and view components in RefPicSetLtCurr. In this example,
the video coder initializes reference picture list 1 such that
view components in RefPicSetStCurrl are listed first, fol-
lowed by view components in RefPicSetStCurr(, view com-
ponents in RefPicSetInterView, and view components in Ref-
PicSetLtCurr. Thus, in this example, video decoder 30 may
generate a reference picture list (e.g., list 0 or list 1) such that
a first subset (i.e., RefPicSetStCurr0) and a second subset
(i.e., RefPicSetStCurrl) occur in the reference picture list,
followed by the inter-view reference picture set (i.e., RefPic-
SetlnterView).

In a third example order, the video coder initializes refer-
ence picture list 0 such that view components in RefPicSet-
StCurr( are listed first, followed by view components in
RefPicSetStCurrl, view components in RefPicSetLtCurr,
and view components in RefPicSetlnterView. In this
example, the video coder initializes reference picture list 1
such that view components in RefPicSetStCurrl are listed
first, followed by view components in RefPicSetStCurr0,
view components in RefPicSetltCurr, and view components
in RefPicSetlnterView. Thus, in this third example, the view
components of the RefPicSetInterView (the inter-view refer-
ence picture set) occur last in the reference picture lists 0 and
1. That is, in this example, video decoder 30 may generate a
reference picture list (e.g., list 0 or list 1) such that a first
subset (i.e., RefPicSetStCurr0), a second subset (i.e., RefPic-
SetStCurrl), a fifth subset (i.e., RefPicSetLtCurr) occur in the
reference picture list, followed by the inter-view reference
picture set (i.e., RefPicSetlnterView).

In some examples, RefPicSetlnterView is subdivided into
two subsets: RefPicSetInterViewFwd and RefPicSetlnter-
ViewBwd. RefPicSetInterViewFwd includes those reference
view components of RefPicSetInterView that have view iden-
tifiers less than a view identifier of the current view compo-
nent. RefPicSetInterViewBwd includes those reference view
components of RefPicSetInterView that have view identifiers
greater than the view identifier of the current view compo-
nent. The order of the view components in RefPicSetlnter-
ViewFwd and the order of the views in RefPicSetInterView-
Bwd are the same as signaled in a corresponding SPS. That is,
for any view A and view B, if the views A and B both have
view_id values greater than the view_id of the current view
and view A precedes view B in the SPS, then a view compo-
nent of view A precedes a view component of view B in
RefPicSetInterViewBwd. If views A and B both have view_id
values less than the view_id of the current view and view A
precedes view B in the SPS, then the view component of view
A precedes the view component of view B in RefPicSetInt-
erViewFwd.

In other examples, RefPicSetlnter ViewFwd includes those
reference view components of RefPicSetlnterView that have
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view order indexes less than a view order index of the current
view component. RefPicSetlnterViewBwd includes those
reference view components of RefPicSetInterView that have
view order indexes greater than the view order index of the
current view component. The order of the view components
in RefPicSetlnterViewFwd and the order of the views in
RefPicSetInterViewBwd are the same as signaled in a corre-
sponding SPS. That is, for any view A and view B, ifthe views
A and B both have view order index values greater than the
view order index of the current view and view A precedes
view B in the SPS, then a view component of view A precedes
a view component of view B in RefPicSetlnterViewBwd. If
views A and B both have view order index values less than the
view order index of the current view and view A precedes
view B in the SPS, then the view component of view A
precedes the view component of view B in RefPicSetInter-
ViewFwd.

In some examples, RefPicSetInterView is derived by using
view dependency syntax elements as signaled in the sequence
parameter set MVC extension of MVC. In such examples,
RefPicSetInterViewFwd may be derived to be equal to
anchor_ref_10[i][j] when the current view component
belongs to an anchor access unit, which is equivalent to a
clean random access (CRA) access unit. RefPicSetInterView-
Fwd may be derived to be equal to non_anchor_ref_10[i][j]
when the current view component belongs to a non-anchor
access unit, for all j values. RefPicSetlnterViewBwd is
derived to be equal to anchor_ref 11[i][j] when the current
view component belongs to an anchor access unit, which is
equivalent to a CRA access unit. RefPicSetInterViewBwd
may be derived to be equal to non_anchor_ref_10[i][j] when
the current view component belongs to a non-anchor access
unit, for all j values.

In some examples where RefPicSetlnterView is subdi-
vided into RefPicSetInterViewFwd and RefPicSetInter View-
Bwd, the video coder may initialize reference picture list 0
such that reference picture list 0 includes reference view
components from RefPicSetStCurr(, RefPicSetStCurrl, Ref-
PicSetLtCurr, and RefPicSetInter ViewFwd, but not reference
view components from RefPicSetlnterviewBwd. The video
coder may initialize reference picture list 1 such that refer-
ence picture list 1 includes reference view components from
RefPicSetStCurr0, RefPicSetStCurrl, RefPicSetLtCurrn and
RefPicSetInterViewBwd, but not reference view components
from RefPicSetInterViewFwd.

Thus, the video coder may generate a first reference picture
list (e.g., list 0) such that the first reference picture list
includes a first subset of the inter-view reference pictures
(e.g., RefPicInterViewFwd) and not a second subset of the
inter-view reference pictures (e.g., RefPiclnterViewBwd).
Furthermore, the video coder may generate a second refer-
ence picture list (e.g., list 1) such that the second reference
picture list includes the second subset of the inter-view ref-
erence pictures (e.g., RefPiclnterViewBwd) and not the first
subset of the inter-view reference pictures (e.g., RefPicInter-
ViewFwd).

Alternatively, in some examples where RefPicSetlnter-
View is subdivided into RefPicSetInterViewFwd and RefPic-
SetlnterViewBwd, the video coder may initialize reference
picture lists 0 and 1 according to the first, second, or third
example orders described above. However, when the video
coder includes inter-view reference view components in ref-
erence picture list 0, the video coder may include each inter-
view reference view component from RefPicSetlnterView-
Fwd before inter-view reference view components from
RefPicSetInterViewBwd. When the video coder includes
inter-view reference view components in reference picture
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list 1, the video coder may include each inter-view reference
view component from RefPicSetInterViewBwd before any
inter-view reference view components from RefPicSetlnter-
ViewFwd.

In some examples, a video coder may generate reference
picture lists 0 and 1 such that the reference picture lists
include a set of one or more VSRPs. The video coder may
include the VSRPs at various positions within reference pic-
ture lists 0 and 1. For example, the video coder may initialize
reference picture lists 0 and 1 such that the VSRPs are imme-
diately after the inter-view reference view components. In
other words, the video coder may generate reference picture
lists 0 and 1 such that the set of VSRPs follows, in reference
picture lists 0 and/or 1, the inter-view reference picture set. In
another example, the video coder may initialize reference
picture lists 0 and 1 such that the VSPRs are immediately
before (i.e., precedes) the inter-view reference picture set.

Inthe context o' 3D video coding, where a view component
may contain both texture and depth view components, a tex-
ture or depth view component of a specific view of a specific
access unit may be further identified with an indication. In
one example, this indication is a flag in a NAL unit header. In
another example, this indication is based on types of NAL
units. The techniques of this disclosure, including the use of
an inter-view reference picture set, the reference picture set
construction techniques of this disclosure, reference picture
list initialization techniques of this disclosure, and reference
picture list modification techniques of this disclosure, may
apply to both texture view components and depth view com-
ponents, FIG. 4 is a block diagram that illustrates an example
video encoder 20 that is configured to implement the tech-
niques of this disclosure. FIG. 4 is provided for purposes of
explanation and should not be considered limiting of the
techniques as broadly exemplified and described in this dis-
closure. For purposes of explanation, this disclosure
describes video encoder 20 in the context of HEVC coding,
and the MVC and 3DV extensions of HEVC. However, the
techniques of this disclosure may be applicable to other cod-
ing standards or methods.

In the example of FIG. 4, video encoder 20 includes a
prediction processing unit 100, a residual generation unit 102,
a transform processing unit 104, a quantization unit 106, an
inverse quantization unit 108, an inverse transform process-
ing unit 110, a reconstruction unit 112, a filter unit 113, a
decoded picture buffer 114, and an entropy encoding unit
116. Prediction processing unit 100 includes an inter-predic-
tion processing unit 121 and an intra-prediction processing
unit 126. Inter-prediction processing unit 121 includes a
motion estimation unit 122 and a motion compensation unit
124. In other examples, video encoder 20 may include more,
fewer, or different functional components.

Video encoder 20 receives video data. To encode the video
data, video encoder 20 may encode each slice of each picture
(e.g., texture view component or depth view component) of
the video data. As part of encoding a slice, video encoder 20
may encode each CTB in the slice. As part ofencoding a CTB,
prediction processing unit 100 may perform quad-tree parti-
tioning on the pixel block associated with the CTB to divide
the pixel block into progressively-smaller pixel blocks. For
example, prediction processing unit 100 may partition the
pixel block of a CTB into four equally-sized sub-blocks,
partition one or more of the sub-blocks into four equally-
sized sub-sub-blocks, and so on. The smaller pixel blocks
may be associated with CUs of the CTB.

Video encoder 20 may encode CUs of a CTB to generate
encoded representations of the CUs (i.e., coded CUs). As part
of'encoding a CU, prediction processing unit 100 may parti-
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tion the pixel block of the CU among one or more PUs of the
CU. Video encoder 20 and video decoder 30 may support
various PU sizes. Assuming that the size of a particular CU is
2Nx2N, video encoder 20 and video decoder 30 may support
PU sizes of 2Nx2N or NxN for intra prediction, and symmet-
ric PU sizes of 2Nx2N, 2NxN, Nx2N, NxN, or similar for
inter prediction. Video encoder 20 and video decoder 30 may
also support asymmetric partitioning for PU sizes of 2NxnU,
2NxnD, n[.x2N, and nRx2N for inter prediction.

Inter-prediction processing unit 121 may generate refer-
ence picture lists for slices of view components. In addition,
inter-prediction processing unit 121 may generate predictive
data for a PU by performing inter prediction on each PU of a
CU. The predictive data for the PU may include a predictive
pixel block that corresponds to the PU and motion informa-
tion for the PU. Slices may be I slices, P slices, or B slices.
Inter-prediction unit 121 may perform different operations
fora PU of a CU depending on whether the PU is in an [ slice,
aPslice, or a Bslice. In an I slice, all PUs are intra predicted.
Hence, ifthe PU is in an I slice, inter-prediction unit 121 does
not perform inter prediction or inter-view prediction on the
PU.

If a PU is in a P slice, motion estimation unit 122 may
search the reference pictures in a list of reference pictures
(e.g., “list 0”) for a reference block for the PU. List 0 may
include one or more inter-view reference pictures. The refer-
ence block of the PU may be a pixel block that most closely
corresponds to the pixel block of the PU. Motion estimation
unit 122 may generate a reference picture index that indicates
the reference picture in list 0 containing the reference block of
the PU and a motion vector that indicates a spatial displace-
ment between the pixel block of the PU and the reference
block. Motion estimation unit 122 may output the reference
picture index and the motion vector as the motion information
of the PU. Motion compensation unit 124 may generate the
predictive pixel block of the PU based on the reference block
indicated by the motion information of the PU.

If a PU is in a B slice, motion estimation unit 122 may
perform uni-directional inter prediction or bi-directional inter
prediction for the PU. To perform uni-directional inter pre-
diction for the PU, motion estimation unit 122 may search the
reference pictures of a first reference picture list (“list 0”) or
a second reference picture list (“list 1) for a reference block
for the PU. List 0 and/or list 1 may include one or more
inter-view reference pictures. Motion estimation unit 122
may output, as the motion information of the PU, a reference
picture index that indicates a position in list 0 or list 1 of the
reference picture that contains the reference block, a motion
vector that indicates a spatial displacement between the pixel
block of the PU and the reference block, and a prediction
direction indicator that indicates whether the reference pic-
ture is in list 0 or list 1.

To perform bi-directional inter prediction for a PU, motion
estimation unit 122 may search the reference pictures in list 0
for a reference block for the PU and may also search the
reference pictures in list 1 for another reference block for the
PU. Motion estimation unit 122 may generate reference pic-
ture indexes that indicate positions in list 0 and list 1 of the
reference pictures that contain the reference blocks. In addi-
tion, motion estimation unit 122 may generate motion vectors
that indicate spatial displacements between the reference
blocks and the pixel block of the PU. The motion information
of the PU may include the reference picture indexes and the
motion vectors of the PU. Motion compensation unit 124 may
generate the predictive pixel block of the PU based on the
reference blocks indicated by the motion information of the
PU.
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Inter-prediction processing unit 121 may signal the refer-
ence picture set (RPS) applicable to a slice. Inter-prediction
processing unit 121 may, in accordance with the techniques of
this disclosure, signal the inter-view reference view compo-
nents of the RPS in various ways. For example, inter-predic-
tion processing unit 121 may signal the inter-view reference
view components as described in the MVC extension. In
another example, inter-prediction processing unit 121 may
signal the inter-view reference view components as described
in U.S. Provisional Patent Application 61/512,771.

In another example, inter-prediction processing unit 121
may signal inter-view reference view components by includ-
ing the syntax structure of Table 6, below, in a SPS.

TABLE 6

for(i=1;i<=num_views_minusl; i++) {

num_ref views[ 1] ue(v)

for(j =0;j <num_ref views[i]; j++)

ref_view_idx[i][]] ue(v)

)
for(i=1;i<=num_views_minusl; i++) {

num_inter_view_rps[i] ue(v)

for( k =0; k <num_inter_view_rps[i]; k++)
inter_view_tps( i, k)

In the example syntax structure of Table 6, the num_ref
views[i] syntax elements and the ref view_idx[i][j] syntax
elements may have the same semantics as those in U.S. Pro-
visional Patent Application 61/512,771. That is, the “num_
ref_views[i]” syntax element may specify the number of view
components for inter-view prediction in the initial versions of
list 0 and list 1 in decoding view components with view order
index equal to i. The “ref_view_idx[i][j]” syntax elements
may specify the view order index of the j-th view component
in the initial versions of list 0 and list 1 in decoding a view
component with view order index equal to i. The num_inter_
view_rps|i] syntax element may specify the number of the
following inter_view_rps[i] syntax structures.

Alternatively, inter-prediction processing unit 121 may
include the syntax of Table 7 in a PPS instead of a SPS, as in
the example of Table 6.

TABLE 7

for(i=1;i<=num_views_minusl; i++) {
num_inter_view_rps[i]
for( k =0; k <num_inter_view_rps[i]; k++)
inter_view_tps( i, k)

ue(v)

In the examples of Tables 6 and 7, the “inter_view_rps(i,
k)” syntax structure may be expanded as shown in Table 8§,
below.

TABLE 8

inter_view_rps(i, k)

for(j =0;j <num_ref views[i]; j++)

ref view_flag[ i ][] ] u(1)

In the example syntax structure of Table 8, if the “ref_
view_ flag|i][j]” syntax element is equal to 1, inter-prediction
processing unit 121 may include a view component with view
order index equal to “ref_view_idx[i][j]” in a reference pic-
ture set. [f the “ref_view_{flag[i][j]” syntax element is equal to
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0, the view component with view order index equal to “ref_
view_idx[i][j]” is not to be included in the reference picture
set.

Furthermore, inter-prediction processing unit 121 may
include the syntax structure of Table 9, below, in a slice
header.

TABLE 9

all_inter view_refs_flag
if( lall_inter_view_refs_flag ) {
no_inter_view_ref flag
if( 'no_inter_view_ref flag )
inter_view_rps_idx

u(l)
u(l)

ue(v)

In the example syntax of Table 9, if the “all_inter_vie-
w_refs_flag” syntax element is equal to 1, all view compo-
nents identified by the “ref_view_idx[i][j]” syntax elements
in the SPS are, for each value of j, included in the RPS of'the
current view component. If the “all_inter_view_refs_flag”
syntax element is not equal to 1, the RPS of the current view
component may include a subset of the view components
identified by the “ref_view_idx[i][j]” syntax elements in the
SPS.

Furthermore, in the example syntax of Table 9, if the
“all_inter_view_refs_flag” syntax element is not equal to 1,
the slice header may include a “no_inter_view_ref_flag” syn-
tax element. If the “no_inter_view_ref_ flag” syntax element
is equalto 1, the RPS of'the current view component does not
include any inter-view reference pictures. If the “no_inter_
view_ref_flag” syntax element is equal to 0, the RPS of the
current view component may include one or more inter-view
reference pictures. Furthermore, if the “no_inter_view_ref
flag” syntax element is equal to 0, the slice header may
include an “inter_view_rps_idx” syntax element. The “inter_
view_rps_idx” syntax element may specify an index of an
inter-view reference picture set in the “inter_view_rps(i, k)”
syntax structures of the SPS associated with the current view
component. In this way, the RPS of the current view compo-
nent may include the inter-view reference pictures in the
“inter_view_rps(i, inter_view_rps_idx)” syntax structure.

Intra-prediction processing unit 126 may generate predic-
tive data for a PU by performing intra prediction on the PU.
The predictive data for the PU may include a predictive pixel
block for the PU and various syntax elements. Intra-predic-
tion processing unit 126 may perform intra prediction on PUs
in I slices, P slices, and B slices.

To perform intra prediction on a PU, intra-prediction pro-
cessing unit 126 may use multiple intra prediction modes to
generate multiple sets of predictive data for the PU. To use an
intra prediction mode to generate a set of predictive data for
the PU, intra-prediction processing unit 126 may extend
samples from sample blocks of neighboring PUs across the
sample blocks of the PU in a direction associated with the
intra prediction mode. The neighboring PUs may be above,
above and to the right, above and to the left, or to the left of the
PU, assuming a left-to-right, top-to-bottom encoding order
for PUs, CUs, and CTBs. Intra-prediction processing unit 126
may use various numbers of intra prediction modes, e.g., 33
directional intra prediction modes. In some examples, the
number of intra prediction modes may depend on the size of
the pixel block of the PU.

Prediction processing unit 100 may select the predictive
data for PUs of a CU from among the predictive data gener-
ated by inter-prediction processing unit 121 for the PUs or the
predictive data generated by intra-prediction processing unit
126 forthe PUs. In some examples, prediction processing unit
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100 selects the predictive data for the PUs of the CU based on
rate/distortion metrics of the sets of predictive data. The pre-
dictive pixel blocks of the selected predictive data may be
referred to herein as the selected predictive pixel blocks.

Residual generation unit 102 may generate, based on the
pixel block of a CU and the selected predictive pixel blocks of
the PUs of the CU, a residual pixel block of a CU. For
instance, residual generation unit 102 may generate the
residual pixel block of the CU such that each sample in the
residual pixel block has a value equal to a difference between
a sample in the pixel block of the CU and a corresponding
sample in a selected predictive pixel block of a PU of the CU.

Transform processing unit 104 may perform quad-tree par-
titioning to partition the residual pixel block of a CU into
sub-blocks. Each undivided residual pixel block may be asso-
ciated with a different TU of the CU. The sizes and positions
of'the residual pixel blocks associated with TUs of a CU may
or may not be based on the sizes and positions of pixel blocks
associated with the PUs of the CU. A quad-tree structure
known as a “residual quad-tree” (RQT) may include nodes
associated with each of the residual pixel blocks. The TUs of
a CU may correspond to leaf nodes of the RQT.

Because the pixels of the residual pixel blocks of the TUs
may comprise a Y sample, a U sample, and a V sample, each
of the TUs may be associated with a block of Y samples, a
block of U samples, and a block of V samples. A U sample
may indicate a difference between a blue component of a
pixel and aY sample for the pixel. For this reason, a U sample
may also be referred to as a Cb sample. A V sample may
indicate a difference between a red sample of a pixel and aY
sample for the pixel. For this reason, a V sample may also be
referred to as a Cr sample.

Transform processing unit 104 may generate coefficient
blocks for each TU of a CU by applying one or more trans-
forms to the residual sample blocks associated with the TU.
Transform processing unit 104 may apply various transforms
to aresidual sample block associated with a TU. For example,
transform processing unit 104 may apply a discrete cosine
transform (DCT), a directional transform, or a conceptually
similar transform to a residual sample block.

Transform processing unit 104 may determine a transform
to apply based on a size of the residual sample block to which
the transform is to be applied. For example, transform pro-
cessing unit 104 may apply different transforms depending
on whether the residual sample block is 4x4, 8x8, 16x16,
another size. In some examples, transform processing unit
104 may apply transforms to rectangular-shaped residual
sample blocks, such as residual samples blocks that are 16x4,
32x8, and so on.

Quantization unit 106 may quantize the coefficients in a
coefficient block associated with a TU. The quantization pro-
cess may reduce the bit depth associated with some or all of
the coefficients. For example, an n-bit coefficient may be
rounded down to an m-bit coefficient during quantization,
where n is greater than m. Quantization unit 106 may quantize
a coefficient block associated with a TU of a CU based on a
quantization parameter (QP) value associated with the CU.
Video encoder 20 may adjust the degree of quantization
applied to the coefficient blocks associated with a CU by
adjusting the QP value associated with the CU.

Inverse quantization unit 108 and inverse transform pro-
cessing unit 110 may apply inverse quantization and inverse
transforms to a coefficient block, respectively, to reconstruct
a residual sample block from the coefficient block. Recon-
struction unit 112 may add the reconstructed residual sample
block to corresponding samples from one or more predictive
sample blocks generated by prediction processing unit 100 to
produce a reconstructed sample block associated with a TU.
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By reconstructing sample blocks for each TU of a CU in this
way, video encoder 20 may reconstruct the pixel block of the
Cu.

Filter unit 113 may perform a deblocking operation to
reduce blocking artifacts in the pixel block associated with a
CU. Decoded picture buffer 114 may store the reconstructed
pixel blocks after filter unit 113 performs the one or more
deblocking operations on the reconstructed pixel blocks.
Inter-prediction unit 121 may use a reference picture that
contains the reconstructed pixel blocks to perform inter pre-
diction on PUs of other pictures. In addition, intra-prediction
processing unit 126 may use reconstructed pixel blocks in
decoded picture buffer 114 to perform intra prediction on
other PUs in the same picture as the CU.

Entropy encoding unit 116 may receive data from other
functional components of video encoder 20. For example,
entropy encoding unit 116 may receive coefficient blocks
from quantization unit 106 and may receive syntax elements
from prediction processing unit 100. Entropy encoding unit
116 may perform one or more entropy encoding operations on
the data to generate entropy-encoded data. For example,
entropy encoding unit 116 may perform a context-adaptive
variable length coding (CAVLC) operation, a CABAC opera-
tion, a variable-to-variable (V2V) length coding operation, a
syntax-based context-adaptive binary arithmetic coding
(SBAC) operation, a Probability Interval Partitioning
Entropy (PIPE) coding operation, an Exponential-Golomb
encoding operation, or another type of entropy encoding
operation on the data. Video encoder 20 may output a bit-
stream that includes entropy-encoded data generated by
entropy encoding unit 116.

FIG. 5 is a block diagram illustrating an example video
decoder 30 that is configured to implement the techniques of
this disclosure. FIG. 5 is provided for purposes of explanation
and is not limiting on the techniques as broadly exemplified
and described in this disclosure. For purposes of explanation,
this disclosure describes video decoder 30 in the context of
HEVC coding, and the MVC and 3DV extensions of HEVC.
However, the techniques of this disclosure may be applicable
to other coding standards or methods.

In the example of FIG. 5, video decoder 30 includes an
entropy decoding unit 150, a prediction processing unit 152,
an inverse quantization unit 154, an inverse transform pro-
cessing unit 156, a reconstruction unit 158, a filter unit 159,
and a decoded picture bufter 160. Prediction processing unit
152 includes a motion compensation unit 162 and an intra-
prediction processing unit 164. In other examples, video
decoder 30 may include more, fewer, or diftferent functional
components.

Video decoder 30 may receive a bitstream. Entropy decod-
ing unit 150 may parse the bitstream to extract syntax ele-
ments from the bitstream. As part of parsing the bitstream,
entropy decoding unit 150 may entropy decode entropy-en-
coded syntax elements in the bitstream. Prediction processing
unit 152, inverse quantization unit 154, inverse transform
processing unit 156, reconstruction unit 158, and filter unit
159 may generate decoded video data based on the syntax
elements extracted from the bitstream.

The bitstream may comprise a series of NAL units. The
NAL units of the bitstream may include coded slice NAL
units. As part of parsing the bitstream, entropy decoding unit
150 may extract and entropy decode syntax elements from the
coded slice NAL units. Each of the coded slices may include
a slice header and slice data. The slice header may contain
syntax elements pertaining to a slice of a view component.
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The syntax elements in the slice header may include a syntax
element that identifies a PPS associated with a picture (i.e., a
texture view component or a depth view component) that
contains the slice.

In addition, video decoder 30 may perform a reconstruc-
tion operation on a non-partitioned CU. To perform the recon-
struction operation on a non-partitioned CU, video decoder
30 may perform a reconstruction operation on each TU of the
CU. By performing the reconstruction operation for each TU
of'the CU, video decoder 30 may reconstruct a residual pixel
block associated with the CU.

As part of performing a reconstruction operation on a TU
of'a CU, inverse quantization unit 154 may inverse quantize,
i.e., de-quantize, coefficient blocks associated with the TU.
Inverse quantization unit 154 may use a QP value associated
with the CU of the TU to determine a degree of quantization
and, likewise, a degree of inverse quantization for inverse
quantization unit 154 to apply.

After inverse quantization unit 154 inverse quantizes a
coefficient block, inverse transform processing unit 156 may
apply one or more inverse transforms to the coefficient block
in order to generate a residual sample block associated with
the TU. For example, inverse transform processing unit 156
may apply an inverse DCT, an inverse integer transform, an
inverse Karhunen-Loeve transform (KLT), an inverse rota-
tional transform, an inverse directional transform, or another
inverse transform to the coefficient block.

If a PU is encoded using intra prediction, intra-prediction
processing unit 164 may perform intra prediction to generate
a predictive sample block for the PU. Intra-prediction pro-
cessing unit 164 may use an intra prediction mode to generate
the predictive pixel block for the PU based on the pixel blocks
of spatially-neighboring PUs. Intra-prediction processing
unit 164 may determine the intra prediction mode for the PU
based on one or more syntax elements parsed from the bit-
stream.

When video decoder 30 is decoding a P or B slice, predic-
tion processing unit 152 may generate, based on syntax ele-
ments extracted from the bitstream, a first reference picture
list (list 0) and a second reference picture list (list 1) for the P
or B slice. If a PU is encoded using inter prediction, motion
compensation unit 162 may generate, based on one or more
reference blocks for the PU, a predictive pixel block for the
PU. To determine a reference block for the PU, motion com-
pensation unit 162 may determine, based on a reference pic-
ture index of the PU, a reference picture in a reference picture
list for the slice associated with the PU. In addition, motion
compensation unit 162 may identify, based on a motion vec-
tor of the PU, a reference block in the identified reference
picture.

To generate list 0 and list 1, prediction processing unit 152
may perform an initialization process for list 0 and an initial-
ization process for list 1. In various examples, prediction
processing unit 152 may perform various initialization pro-
cesses.

In one example, prediction processing unit 152 may insert
inter-view reference pictures into list 0 immediately after the
reference pictures of RefPicSetStCurr0. In this example, pre-
diction processing unit 152 may insert inter-view reference
pictures into list 1 immediately after the reference pictures of
RefPicSetCurrl. In this example initialization process, both
list 0 and list 1 include at least one reference picture from
RefPicSetStCurr0, RefPicSetStCurrl, RefPicSetLtCurr, or
RefPicSetInterView. The following pseudo-code describes
an example initialization process for list 0.
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cldx =0
while( cldx <= num_ ref idx_10_ active__minusl )
{

for( i=0; i < NumRpsStCurr0 &&

cldx <=num_ ref idx_10_ active_ minusl; cldx++, i++)
RefPicList0[ cldx | = pic( RefPicSetStCurtO[ i ], VOIdx )

for( i=0; i < NumRpsInterView &&

cldx <=num_ ref idx_10_ active_ minusl; cldx++, i++)
RefPicList0[ cldx ] = pic( PicOrderCnt,
RefPicSetInterView[i])

for( i=0; i < NumRpsStCurrl &&

cldx <=num_ ref idx_10_ active_ minusl; cldx++, i++)
RefPicList0[ cldx | = pic( RefPicSetStCurrl[ i ], VOIdx )

for( i=0; i < NumRpsLtCurr &&

cldx <=num_ ref idx_10_ active_ minusl; cldx++, i++)
RefPicList0] cldx | = pic( RefPicSetLtCurr[ i ], VOIdx )

Inthe pseudo-code above, cldx is a counter variable, Num-
RpsStCurr0 is the number of reference pictures in RefPicSet-
StCurrl, NumRpsStCurrl is the number of reference pictures
in RefPicSetStCurrl, NumRpsLtCurr is the number of refer-
ence pictures in RefPicSetLtCurr, RefPicList0 is list 0, and
RefPicListl is list 1. In addition, RefPicSetInterView is the
set of inter-view reference pictures. The pic( ) function
returns a reference picture, given a POC value and a view
order index. VOIdx is a view order index of the current view
component. PicOrderCnt is a POC value of the current view
component. Alternatively, the pic () function returns a refer-
ence picture, given a POC value of the reference picture and
a view identifier (viewld) of the reference picture. Further-
more, num_ref idx_10_active_minus]1 indicates the number
of active reference pictures in list 0, minus 1.
num_ref idx_11_active_minusl indicates the number of
active reference pictures in list 1, minus 1.

When prediction processing unit 152 performs the pseudo-
code above, prediction processing unit 152 inserts, into ref-
erence picture list 0, each reference picture of RefPicSetSt-
Curr0 with the view order index of the current view
component, followed by each reference picture of RefPic-
SetlnterView with a POC value equal to a POC value of the
current view component, followed by each reference picture
of RefPicSetStCurrl with the view order index of the current
view component, followed by each reference picture of Ref-
PicSetLtCurr with the view order index of the current view
component.

The following pseudo-code describes an example initial-
ization process for list 1.

cldx=0
while( cldx <= num_ ref idx_[1_ active__minusl )

for( i=0; i < NumRpsStCurrl &&

cldx <=num_ ref idx_[1_ active_ minusl; cldx++, i++)
RefPicListl[ cldx | = pic( RefPicSetStCurrl[ i ], VOIdx )

for( i=0; i < NumRpsInterView &&

cldx <=num_ ref idx_[1_ active_ minusl; cldx++, i++)
RefPicListl[ cldx ] = pic( PicOrderCnt,
RefPicSetInterView[i])

for( i=0; i < NumRpsStCurr0 &&

cldx <=num_ ref idx_[1_ active_ minusl; cldx++, i++)
RefPicListl[ cldx ] = pic( RefPicSetStCurtO[ i ], VOIdx )

for( i=0; i < NumRpsLtCurr &&

cldx <=num_ ref idx_[1_ active_ minusl; cldx++, i++)
RefPicListl[ cldx ] = pic( RefPicSetLtCurr[ i ], VOIdx )

When prediction processing unit 152 performs the pseudo-
code above, prediction processing unit 152 inserts, into ref-
erence picture list 1, each reference picture of RefPicSetSt-
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Currl with the view order index of the current view
component, followed by each reference picture of RefPic-
SetlnterView with a POC value equal to a POC value of the
current view component, followed by each reference picture
of RefPicSetStCurr0 with the view order index of the current
view component, followed by each reference picture of Ref-
PicSetLtCurr with the view order index of the current view
component.

In another example reference picture list initialization pro-
cess, prediction processing unit 152 may insert inter-view
reference pictures into list 0 immediately after the reference
pictures of RefPicSetStCurrl. In this example, prediction
processing unit 152 may insert inter-view reference pictures
into list 1 immediately after the reference pictures of RefPic-
SetStCurr0. In this example initialization process, both list 0
and list 1 include at least one reference picture from RefPic-
SetStCurr0, RefPicSetStCurrl, RefPicSetLtCurr, or RefPic-
SetlnterView. The following pseudo-code describes this
example initialization process for list 0.

cldx =0
while( cIdx <= num_ ref_idx_ [0_ active__minusl )
{
for( i=0; i < NumRpsStCurr0 &&
cldx <=num_ ref idx_10_ active__minusl; cIdx++, i++ )
RefPicList0[ cldx | = pic( RefPicSetStCurtO[ i ], VOIdx )
for( i=0; i < NumRpsStCurrl &&
cldx <=num_ ref idx_10_ active_ minusl; cldx++, i++ )
RefPicList0[ cldx | = pic( RefPicSetStCurrl[ i ], VOIdx )
for( i=0; i < NumRpsInterView &&
cldx <=num_ ref idx_10_ active__minusl; cIdx++, i++ )
RefPicList0[ c¢ldx | = pic( PicOrderCnt,
RefPicSetInterView[i])
for( i=0; i < NumRpsLtCurr &&
cldx <=num_ ref idx_10_ active__minusl; cIdx++, i++ )
RefPicList0[ cldx | = pic( RefPicSetLtCurr[ i ], VOIdx )

When prediction processing unit 152 performs the pseudo-
code above, prediction processing unit 152 inserts, into ref-
erence picture list 0, each reference picture of RefPicSetSt-
Curr0 with the view order index of the current view
component, followed by each reference picture of RefPicSet-
StCurrl with the view order index of the current view com-
ponent, followed by each reference picture of RefPicSetInt-
erView with a POC value equal to a POC value of the current
view component, followed by each reference picture of Ref-
PicSetLtCurr with the view order index of the current view
component.

The following pseudo-code describes an example initial-
ization process for list 1.

cldx=0
while( cIdx <= num_ ref_idx_[1_ active__minusl )

for( i=0; i < NumRpsStCurrl &&

cldx <=num_ ref idx_l1_ active_ minusl; cIdx++, i++ )
RefPicListl[ cldx | = pic( RefPicSetStCurrl[ i ], VOIdx )

for( i=0; i < NumRpsStCurr0 &&

cldx <=num_ ref idx_Il_ active_minusl; cldx++, i++ )
RefPicListl[ cldx | = pic( RefPicSetStCurtO[ i ], VOIdx )

for( i=0; i < NumRpsInterView &&

cldx <=num_ ref idx_11_ active_ minusl; cldx++, i++ )
RefPicListl[ cldx ] = pic( PicOrderCnt,
RefPicSetInterView[i])

for( i=0; i < NumRpsLtCurr &&

cldx <=num_ ref idx_11_ active_ minusl; cldx++, i++ )
RefPicListl[ cldx | = pic( RefPicSetLtCurr[ i ], VOIdx )
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The terms in the pseudo-code above may have the same
meanings as the terms in the pseudo-code of the previous
example. When prediction processing unit 152 performs the
pseudo-code above, prediction processing unit 152 inserts,
into reference picture list 1, each reference picture of RefPic-
SetStCurr0 with the view order index of the current view
component, followed by each reference picture of RefPicSet-
StCurrl with the view order index of the current view com-
ponent, followed by each reference picture of RefPicSetlnt-
erView with a POC value equal to a POC value of the current
view component, followed by each reference picture of Ref-
PicSetLtCurr with the view order index of the current view
component.

In another example reference picture list initialization pro-
cess, prediction processing unit 152 may insert inter-view
reference pictures into list 0 and list 1 immediately after
reference pictures of RefPicSetLtCurr. In this example ini-
tialization process, both list 0 and list 1 include at least one
reference picture from RefPicSetStCurr0, RefPicSetStCurrl,
RefPicSetLtCurr, or RefPicSetlnterView. The following
pseudo-code describes this example initialization process for
list 0.

cldx =0
while( cldx <= num_ ref idx_10_ active__minusl )
{
for( i=0; i < NumRpsStCurr0 &&
cldx <=num_ ref idx_10_active_ minusl; cldx++, i++)
RefPicList0[ cldx | = pic( RefPicSetStCurtO[ i ], VOIdx )
for( i=0; i < NumRpsStCurrl &&
cldx <=num_ ref idx_10_ active_ minusl; cldx++, i++)
RefPicList0[ cldx | = pic( RefPicSetStCurrl[ i ], VOIdx )
for( i=0; i < NumRpsLtCurr &&
cldx <=num_ ref idx_10_ active_ minusl; cldx++, i++)
RefPicList0] cldx | = pic( RefPicSetLtCurr[ i ], VOIdx )
for( i=0; i < NumRpsInterView &&
cldx <=num_ ref idx_10_ active_ minusl; cldx++, i++)
RefPicList0[ cldx ] = pic( PicOrderCnt,
RefPicSetInterView[i])

When prediction processing unit 152 performs the pseudo-
code above, prediction processing unit 152 inserts, into ref-
erence picture list 0, each reference picture of RefPicSetSt-
Curr0 with the view order index of the current view
component, followed by each reference picture of RefPicSet-
StCurrl with the view order index of the current view com-
ponent, followed by each reference picture of RefPicSetLt-
Curr with the view order index of the current view
component, followed by each reference picture of RefPic-
SetlnterView with a POC value equal to a POC value of the
current view component.

The following pseudo-code describes this example initial-
ization process for list 1.

cldx =0
while( cldx <= num_ ref idx_[1_ active__minusl )
{
for( i=0; i < NumRpsStCurrl &&
cldx <=num_ ref idx_[1_ active_ minusl; cldx++, i++)
RefPicListl[ cldx | = pic( RefPicSetStCurrl[ i ], VOIdx )
for( i=0; i < NumRpsStCurr0 &&
cldx <=num_ ref idx_[1_ active_ minusl; cldx++, i++)
RefPicListl[ cldx ] = pic( RefPicSetStCurtO[ i ], VOIdx )
for( i=0; i < NumRpsLtCurr &&
cldx <=num_ ref idx_[1_ active_ minusl; cldx++, i++)
RefPicListl[ cldx ] = pic( RefPicSetLtCurr[ i ], VOIdx )
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-continued

for( i=0; i < NumRpsInterView &&

cldx <=num_ ref idx_l1_ active_ minusl; cIdx++, i++ )
RefPicListl[ cldx ] = pic( PicOrderCnt,
RefPicSetInterView[i])

The terms in the pseudo-code above may have the same
meanings as the terms in the pseudo-code of the previous
example. When prediction processing unit 152 performs the
pseudo-code above, prediction processing unit 152 inserts,
into reference picture list 1, each reference picture of RefPic-
SetStCurrl with the view order index of the current view
component, followed by each reference picture of RefPicSet-
StCurr0 with the view order index of the current view com-
ponent, followed by each reference picture of RefPicSetLt-
Curr with the view order index of the current view
component, followed by each reference picture of RefPic-
SetlnterView with a POC value equal to a POC value of the
current view component.

In another example reference picture list initialization pro-
cess, prediction processing unit 152 may insert inter-view
reference pictures into list 0 immediately after the reference
pictures of RefPicSetStCurr0, RefPicSetStCurrl, or RefPic-
SetLtCurr as described in the previous examples. Likewise, in
this example, prediction processing unit 152 may insert inter-
view reference pictures into list 1 immediately after the ref-
erence pictures of RefPicSetStCurrl, RefPicSetStCurr0, or
RefPicSetlLtCurr as described in the previous examples.
However, in this example, prediction processing unit 152 may
insert into list 0 inter-view reference pictures with view iden-
tifiers smaller than the view identifier of the current view
component. Furthermore, in this example, prediction pro-
cessing unit 152 may insert into list 1 inter-view reference
pictures with view identifiers larger than the view identifier of
the current view component. In this example initialization
process, both list 0 and list 1 include at least one reference
picture from RefPicSetStCurr0, RefPicSetStCurrl, RefPic-
SetLtCurr, or RefPicSetlnterView. The following pseudo-
code describes this example initialization process for list 0.

cldx=0
while( cIdx <= num_ ref_idx_ [0_ active__minusl )
{

for( i=0; i < NumRpsStCurr0 &&

cldx <=num_ ref idx_10_ active__minusl; cIdx++, i++ )
RefPicList0[ cldx | = pic( RefPicSetStCurtO[ i ], VOIdx )

for( i=0; i < NumRpsInterViewFwd &&

cldx <=num_ ref idx_10_ active__minusl; cIdx++, i++ )
RefPicList0[ c¢ldx | = pic( PicOrderCnt,
RefPicSetInterViewFwd[i])

for( i=0; i < NumRpsStCurrl &&

cldx <=num_ ref idx_10_ active__minusl; cIdx++, i++ )
RefPicList0[ cldx | = pic( RefPicSetStCurrl[ i ], VOIdx )

for( i=0; i < NumRpsLtCurr &&

cldx <=num_ ref idx_10_ active_ minusl; cldx++, i++ )
RefPicList0[ cldx | = pic( RefPicSetLtCurr[ i ], VOIdx )

When prediction processing unit 152 performs the pseudo-
code above, prediction processing unit 152 inserts, into ref-
erence picture list 0, each reference picture of RefPicSetSt-
Curr0 with the view order index of the current view
component, followed by each reference picture of RefPic-
Setlnter ViewFwd with a POC value equal to a POC value of
the current view component, followed by each reference pic-
ture of RefPicSetStCurrl with the view order index of the
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current view component, followed by each reference picture
of RefPicSetLtCurr with the view order index of the current
view component.

The following pseudo-code describes this example initial-
ization process for list 1.

cldx=0
while( cldx <= num_ ref idx_[1_ active__minusl )

for( i=0; i < NumRpsStCurrl &&

cldx <=num_ ref idx_[1_ active_ minusl; cldx++, i++)
RefPicListl[ cldx | = pic( RefPicSetStCurrl[ i ], VOIdx )

for( i=0; i < NumRpsInterViewBwd &&

cldx <=num_ ref idx_[1_ active_ minusl; cldx++, i++)
RefPicListl[ cldx ] = pic( PicOrderCnt,
RefPicSetInterViewBwd[ i ])

for( i=0; i < NumRpsStCurr0 &&

cldx <=num_ ref idx_[1_ active_ minusl; cldx++, i++)
RefPicListl[ cldx ] = pic( RefPicSetStCurtO[ i ], VOIdx )

for( i=0; i < NumRpsLtCurr &&

cldx <=num_ ref idx_[1_ active_ minusl; cldx++, i++)
RefPicListl[ cldx ] = pic( RefPicSetLtCurr[ i ], VOIdx )

In the pseudo-code above, RefPicSetlnterViewFwd is the
subset of inter-view reference pictures with view identifiers
smaller than the view identifier of the current view compo-
nent. RefPicSetInterViewBwd is the subset of inter-view ref-
erence pictures with view identifiers larger than the view
identifier of the current view component. The other terms in
the pseudo-code above may have the same meanings as the
terms in the pseudo-code of the previous examples.

When prediction processing unit 152 performs the pseudo-
code above, prediction processing unit 152 inserts, into ref-
erence picture list 1, each reference picture of RefPicSetSt-
Currl with the view order index of the current view
component, followed by each reference picture of RefPic-
SetlnterViewBwd with a POC value equal to a POC value of
the current view component, followed by each reference pic-
ture of RefPicSetStCurr0 with the view order index of the
current view component, followed by each reference picture
of RefPicSetLtCurr with the view order index of the current
view component.

In another example reference picture list initialization pro-
cess, prediction processing unit 152 may insert inter-view
reference pictures into list 0 immediately after the reference
pictures of RefPicSetStCurr0, RefPicSetStCurrl, or RefPic-
SetLtCurr as described in the previous examples. Likewise, in
this example, prediction processing unit 152 may insert inter-
view reference pictures into list 1 immediately after the ref-
erence pictures of RefPicSetStCurrl, RefPicSetStCurr0, or
RefPicSetLtCurr as described in the previous examples.
However, when prediction processing unit 152 includes inter-
view reference view components in reference picture list 0,
prediction processing unit 152 may include each inter-view
reference view component from RefPicSetlnterViewFwd
before any inter-view reference view components from Ref-
PicSetInterViewBwd. When prediction processing unit 152
includes inter-view reference view components in reference
picture list 1, prediction processing unit 152 may include each
inter-view reference view component from RefPicSetlnter-
ViewBwd before inter-view reference view components from
RefPicSetInterViewFwd. As in the previous example, Ref-
PicSetInterViewFwd is the subset of inter-view reference
pictures with view identifiers smaller than the view identifier
of the current view component and RefPicSetInter ViewBwd
is the subset of inter-view reference pictures with view iden-
tifiers larger than the view identifier of the current view com-
ponent. In this example initialization process, both list 0 and
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list 1 include at least one reference picture from RefPicSet-
StCurr0, RefPicSetStCurrl, RefPicSetLtCurr, or RefPic-
SetlnterView. The following pseudo-code describes this
example initialization process for list 0.

cldx =0
while( cIdx <= num_ ref_idx_[0_ active__minusl )
{

for( i=0; i < NumRpsStCurr0 &&

cldx <=num_ ref idx_10_ active__minusl; cIdx++, i++ )
RefPicList0[ cldx | = pic( RefPicSetStCurtO[ i ], VOIdx )

for( i=0; i < NumRpsInterViewFwd &&

cldx <=num_ ref idx_10_ active__minusl; cIdx++, i++ )
RefPicList0[ c¢ldx | = pic( PicOrderCnt,
RefPicSetInterViewFwd[i])

for( i=0; i < NumRpsInterViewBwd &&

cldx <=num_ ref idx_10_ active__minusl; cIdx++, i++ )
RefPicList0[ c¢ldx | = pic( PicOrderCnt,
RefPicSetInterViewBwd[i])

for( i=0; i < NumRpsStCurrl &&

cldx <=num_ ref idx_10_ active__minusl; cIdx++, i++ )
RefPicList0[ cldx | = pic( RefPicSetStCurrl[ i ], VOIdx )

for( i=0; i < NumRpsLtCurr &&

cldx <=num_ ref idx_10_ active__minusl; cIdx++, i++ )
RefPicList0[ cldx | = pic( RefPicSetLtCurr[ i ], VOIdx )

When prediction processing unit 152 performs the pseudo-
code above, prediction processing unit 152 inserts, into ref-
erence picture list 0, each reference picture of RefPicSetSt-
Curr0 with the view order index of the current view
component, followed by each reference picture of RefPic-
Setlnter ViewFwd with a POC value equal to the POC value of
the current view component, followed by each reference pic-
ture of RefPicSetStCurrl with the view order index of the
current view component, followed by each reference picture
of RefPicSetLtCurr with the view order index of the current
view component.

The following pseudo-code describes this example initial-
ization process for list 1.

cldx =0
while( cIdx <= num_ ref idx_[1_ active_ minusl )
{

for( i=0; i < NumRpsStCurrl &&

cldx <=num_ ref idx_l1_ active_ minusl; cIdx++, i++ )
RefPicListl[ cldx | = pic( RefPicSetStCurrl[ i ], VOIdx )

for( i=0; i < NumRpsInterViewBwd &&

cldx <=num_ ref idx_l1_ active_ minusl; cIdx++, i++ )
RefPicListl[ cldx ] = pic( PicOrderCnt,
RefPicSetInterViewBwd[i])

for( i=0; i < NumRpsInterViewFwd &&

cldx <=num_ ref idx_l1_ active_ minusl; cIdx++, i++ )
RefPicListl[ cldx ] = pic( PicOrderCnt,
RefPicSetInterViewFwd[i])

for( i=0; i < NumRpsStCurr0 &&

cldx <=num_ ref idx_l1_ active_ minusl; cIdx++, i++ )
RefPicListl[ cldx | = pic( RefPicSetStCurtO[ i ], VOIdx )

for( i=0; i < NumRpsLtCurr &&

cldx <=num_ ref idx_l1_ active_ minusl; cIdx++, i++ )
RefPicListl[ cldx | = pic( RefPicSetLtCurr[ i ], VOIdx )

The terms in the pseudo-code above may have the same
meanings as the terms in the pseudo-code of the previous
example. When prediction processing unit 152 performs the
pseudo-code above, prediction processing unit 152 inserts,
into reference picture list 1, each reference picture of RefPic-
SetStCurrl with the view order index of the current view
component, followed by each reference picture of RefPic-
Setlnter ViewBwd with a POC value equal to the POC value
of the current view component, followed by each reference
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picture of RefPicSetStCurr0 with the view order index of the
current view component, followed by each reference picture
of RefPicSetLtCurr with the view order index of the current
view component.

In some example reference picture list initialization pro-
cesses, prediction processing unit 152 may initialize lists 0
and 1 to include VSRPs. Prediction processing unit 152 may
include the VSRPs at various positions within reference pic-
ture lists 0 and 1. For example, prediction processing unit 152
may initialize reference picture lists 0 and 1 such that the
VSRPs are immediately after the inter-view reference view
components. In another example, prediction processing unit
152 may initialize reference picture lists 0 and 1 such that the
VSPRs are immediately before the inter-view reference view
components.

After prediction processing unit 152 performs the initial-
ization process on list 0 and list 1, prediction processing unit
152 may perform a reference picture list modification process
to modify the order of reference pictures in list 0 and/or list 1.
Prediction processing unit 152 may modify the order of ref-
erence pictures in list 0 and list 1 in response to RPLM
commands signaled in the bitstream. As discussed above, the
RPLM commands may include “list_modification_idc” syn-
tax elements. The RPLM commands may have various syn-
taxes.

In a first example syntax for RPLM commands, if predic-
tion processing unit 152 is modifying list 0 and the “list_
modification_idc” syntax element is equal to O, the “ref_pic_
set_idx” syntax element is present and the “ref_pic_set_idx”
syntax element corresponds to an index to a position in Ref-
PicSetStCurr0. If prediction processing unit 152 is modifying
list 1 and the “list_modification_idc” syntax element is equal
to 0, the “ref_pic_set_idx” syntax element is present and the
“ref_pic_set_idx” syntax element corresponds to an index to
a position in RefPicSetStCurrl. Furthermore, if prediction
processing unit 152 is modifying list 0 and the “list_modifi-
cation_idc” syntax element is equal to 1, the “ref_pic_ set_
idx” syntax element is present and the “ref_pic_set_idx” syn-
tax element corresponds to an index to a position in RefPic-
SetStCurrl. If prediction processing unit 152 is modifying list
1 and the “list_modification_idc” syntax element is equal to
1, the “ref_pic_set_idx” syntax element is present and the
“ref_pic_set_idx” syntax element corresponds to an index to
a position in RefPicSetStCurr0. If the “list_modification_
idc” syntax element is equal to 2, the “ref_pic_set_idx” syn-
tax element is present and the “ref_pic_set_idx” syntax ele-
ment indicates an index to a position in RefPicSetLtCurr. If
the “list_modification_idc” syntax element is equal to 3, pre-
diction processing unit 152 stops the loop of modifying the
reference picture list.

In this first example syntax, the “list_modification_idc”
syntax element may also be equal to 4 or 5. If the “list_modi-
fication_idc” syntax element is equal to 4, the “ref_pic_ set_
idx” syntax element is present and corresponds to an index to
RefPicSetInterView. If the “list_modification_idc” syntax
element is equal to 5, the “ref_pic_set_idx” syntax element is
present and corresponds to an index to RefPicSetVsrp. Ref-
PicSetVsrp may be a set of VSRPs that may be used by the
current view component for prediction reference. In this
example, the “ref_pic_set_idx” syntax element may specify
an index to RefPicSetStCurr0, RefPicSetCurrl, RefPicSetLt-
Curr, RefPicSetlnterView, or RefPicSetVsrp of the reference
picture being moved to the current index (e.g., refldxLX) in
the reference picture list.

In a second example syntax for RPLM commands similar
to the first example Syntax described in the previous para-
graph, there may never be more than one VSRP present.
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Because there is only one VSPR present, there is no need to
indicate which VSRP to insert into a reference picture list.
Hence, in this example, the*ref_pic_set_idx” syntax element
is not signaled if the “list_modification_idc” syntax element
is equal to 5. Furthermore, there may be no need to signal a
“list_modification_idc” syntax element equal to 5 for the
multi-view extension of HEVC.

In a third example syntax for RPLM commands, the set of
inter-view reference pictures is divided into RefPicSetlnter-
ViewFwd and RefPicSetlnterViewBwd. RefPicSetInter-
ViewFwd is a set of inter-view reference pictures with view
identifiers smaller than a view identifier of the current view
component. RefPicSetInterViewBwd is a set of inter-view
reference pictures with view identifiers larger than the view
identifier of the current view component. In this example, the
“list_modification_idc” syntax element may also be equal to
4, 5, or 6. If the “list_modification_idc” syntax element is
equal to 4, the “ref_pic_set_idx” syntax element is present
and corresponds to an index to a position in RefPicSetInter-
ViewFwd. If the “list_modification_idc” syntax element is
equal to 5, the “ref_pic_set_idx” syntax element is present
and corresponds to an index to a position in RefPicSetInter-
ViewBwd. If the “list_modification_idc” syntax element is
equal to 6, the “ref_pic_set_idx” syntax element is present
and corresponds to an index to a position in RefPicSetVsrp.

In a fourth example syntax for RPLM commands, the “ref_
pic_set_idx” syntax element specifies a relative value of an
index. That is, the “ref_pic_set_idx” syntax element indicates
a difference between an index and a previously-signaled
value of the “ref_pic_set_idx” syntax eclement. In this
example, RPLM commands may conform to the syntax of
Table 10, below.

TABLE 10

Descriptor

ref_pic_list_modification( ) {
if( slice_type!=2) {
ref_pic_list_modification_flag 10
if{ ref_pic_list_modification_flag 10)
do {
list_modification_idc
if{ list_modification_ide !=3)
ref_pic_set_idx_diff. minus1
}While( list_modification_idec !=3)

u(l)

ue(v)

ue(v)

if( slice_type % 5==1) {
ref pic_list modiflcation_flag 11
if{ ref_pic_list_modificationflag 11)
do {
list_modification_idc
if{ list_modification_ide !=3)
ref_pic_set_idx_diff. minus1
} while( list_modification_ide !=3)

u(l)

ue(v)

ue(v)

In the example syntax of Table 10, the “list_modification_
idc” syntax element may have a value between 0 and 10. If the
“list_modification_idc” syntax element is equal to 3, predic-
tion processing unit 152 ends the loop of modifying a refer-
ence picture list. In the examples below, preRefPicSetldx is a
value of a previous “ref_pic_set_idx_diff minus1” syntax
element. preRefPicSetldx may initially be equal to —1. Max-
Num is the maximum number of reference pictures in the
relevant reference picture subset (e.g., RefPicSetStCurr0,
RefPicSetStCurrl, etc).

Ifprediction processing unit 152 is modifying list 0 and the
“list_modification_idc” syntax element is equal to O, the “ref_
pic_set_idx_diff _minus1” syntax element is present and pre-
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diction processing unit 152 may determine an index of a
position in RefPicSetStCurr0 by calculating preRefPic-
Setldx—(ref_pic_set_idx_diff minusl+1)) % MaxNum. If
prediction processing unit 152 is modifying list 0 and the
“list_modification_idc” syntax element is equal to 1, the “ref_
pic_set_idx_diff_minus1” syntax element is present and pre-
diction processing unit 152 may determine an index of a
position in RefPicSetStCurrl by calculating preRefPic-
Setldx+(ref_pic_set_idx_diff_minus1+1)) % MaxNum.

If prediction processing unit 152 is modifying list 0 and the
“list_modification_idc” syntax element is equal to 2, the “ref_
pic_set_idx_diff_minus1” syntax element is present and pre-
diction processing unit 152 may determine an index of a
position in RefPicSetStCurrl by calculating preRefPic-
Setldx—(ref_pic_set_idx_diff minusl+1)) % MaxNum. If
prediction processing unit 152 is modifying list 1 and the
“list_modification_idc” syntax element is equal to 4, the “ref_
pic_set_idx_diff_minus1” syntax element is present and pre-
diction processing unit 152 may determine an index of a
position in RefPicSetStCurr0 by calculating preRefPic-
Setldx+(ref_pic_set_idx_diff_minus1+1)) % MaxNum.

If prediction processing unit 152 is modifying list 0 or list
1 and the “list_modification_idc” syntax element is equal to
5, the “ref pic_set_idx_diff_minus1” syntax element is
present and prediction processing unit 152 may determine an
index ofa position in RefPicSetLtCurr by calculating preRef-
PicSetldx—(ref_pic_set_idx_diff_minus1+1)) % MaxNum.
If prediction processing unit 152 is modifying list 0 or list 1
and the “list_modification_idc” syntax element is equal to 6,
the “ref_pic_set_idx_diff_minus1” syntax element is present
and prediction processing unit 152 may determine an index of
a position in RefPicSetLtCurr by calculating preRefPic-
Setldx+(ref_pic_set_idx_diff_minus1+1)) % MaxNum.

If prediction processing unit 152 is modifying list 0 or list
1 and the “list_modification_idc” syntax element is equal to
7, the “ref pic_set_idx_diff minusl” syntax element is
present and prediction processing unit 152 may determine an
index of a position in RefPicSetInterView by calculating pre-
RefPicSetldx—(ref_pic_set_idx_diff minusl+1)) % Max-
Num. If prediction processing unit 152 is modifying list 0 or
list 1 and the “list_modification_idc” syntax element is equal
to 8, the “ref_pic_set_idx_diff_minus1” syntax element is
present and prediction processing unit 152 may determine an
index of a position in RefPicSetInterView by calculating pre-
RefPicSetldx+(ref_pic_set_idx_diff minusl+1)) % Max-
Num.

If prediction processing unit 152 is modifying list 0 or list
1 and the “list_modification_idc” syntax element is equal to
9, the “ref pic_set_idx_diff_minus1” syntax element is
present and prediction processing unit 152 may determine an
index of a position in RefPicSetlnterVsrp by calculating pre-
RefPicSetldx—(ref_pictset_idx_dift_minusl+1)) % Max-
Num. If prediction processing unit 152 is modifying list 0 or
list 1 and the “list_modification_idc” syntax element is equal
to 10, the “ref_pic_set_idx_diff _minusl” syntax element is
present and prediction processing unit 152 may determine an
index of a position in RefPicSetlnterVsrp by calculating pre-
RefPicSetldx+(ref_pic_set_idx_diff minusl+1)) % Max-
Num.

Prediction processing unit 152 may perform various refer-
ence picture list modification processes based on RPLM com-
mands. In one example, prediction processing unit 152 may
receive syntax elements that conform to the RPLM syntaxes
of'the first or second examples, above. In this example, when
the “ref_pic_list_modification_flag 10” syntax element is
equal to 1, prediction processing unit 152 may process the
“list_modification_idc” syntax elements in an order that the
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“list_modification_idc” syntax elements occur in the bit-
stream. For each “list_modification_idc” syntax element,
prediction processing unit 152 may determine whether the
“list_modification_idc” syntax element is equal to 0, 1, 2, 4,
or 5. If the “list_modification_idc” syntax element is equal to
0,1, 2, 4, or 5, prediction processing unit 152 may perform a
process to move one reference picture to a position in list 0
indicated by reference picture index. Prediction processing
unit 152 may provide an index refldx[.0 as input to the pro-
cess and may set refldx[.0 to the output of the process.
RefldxL.0 is an index into list 0. Prediction processing unit
152 may initially set refldx[0 to be equal to 0. The process to
move a reference picture to a position in list 0 indicated by the
reference picture index is described below. Otherwise, if the
“list_modification_idc” syntax element is equal to 3, predic-
tion processing unit 152 stops the reference picture list modi-
fication process for list 0.

In this example, when a current slice is a B slice and the
“ref_pic_list_modification_flag_11” syntax element is equal
to 1, prediction processing unit 152 may process the “list_
modification_idc” syntax elements in an order that the “list_
modification_idc” syntax elements occur in the bitstream. For
each “list_modification_idc” syntax element, prediction pro-
cessing unit 152 may determine whether the “list_modifica-
tion_idc” syntax element is equal to O, 1, 2, 4, or 5. If the
“list_modification_idc” syntax element is equal to 0, 1, 2, 4,
or 5, prediction processing unit 152 may perform a process to
move one reference picture to a position in list 1 indicated by
the reference picture index. Prediction processing unit 152
may provide an index refldx[.1 as input to the process and
may set refldx1 to the output of the process. Refldx.1 is an
index into list 1. Prediction processing unit 152 may initially
set refldxL1 to be equal to 0. The process to move one refer-
ence picture to a position in list 1 indicated by the reference
picture index is described below. Otherwise, if the “list_
modification_idc” syntax element is equal to 3, prediction
processing unit 152 stops the reference picture list modifica-
tion process for list 1.

As mentioned above, prediction processing unit 152 may
perform a process to move a reference picture to a position in
list 0 or 1 indicated reference picture index. This process may
take the reference picture index as input and output an incre-
mented reference picture index. The reference picture index
may be denoted as refldxL.X, where X is equal to O for
movement of a reference picture in list 0 and X is equal to 1
for movement of a reference picture in list 1. If the “list_modi-
fication_idc” syntax element is equal to O and the current
reference picture list is list 0, the video decoder may designate
RefPicSetStCurr0 as the current reference picture set. Other-
wise, the “list_modification_idc” syntax element is equal to 0
and the current reference picture list is list 1, prediction pro-
cessing unit 152 may designate RefPicStCurrl as the current
reference picture set. If the “list_modification_idc” syntax
element is equal to 1 and the current reference picture list is
list 0, prediction processing unit 152 may designate RefPic-
StCurrl] as the current reference picture set. If the “list_modi-
fication_idc” syntax element is equal to 1 and the current
reference picture list is list 1, prediction processing unit 152
may designate RefPicStCurr0 as the current reference picture
set. If the “list_modification_idc” syntax element is equal to
2, prediction processing unit 152 may designate RefPicSetLt-
Curr as the current reference picture set. In accordance with
the techniques of this disclosure, if the “list_modification_
idc” syntax element is equal to 4, prediction processing unit
152 may designate RefPicSetlnterView as the current refer-
ence picture set. Furthermore, in accordance with the tech-
niques of this disclosure, if the “list_modification_idc” syn-
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tax element is equal to 5, prediction processing unit 152 may
designate RefPicSetVsrp as the current reference picture set.
Alternatively, particular values (e.g., 4 and 5) of the “list_
modification_idc” syntax element may designate RefPic-
SetInterViewFwd or RefPicSetInterviewBwd as the current
reference picture set.

Furthermore, in the process to move a reference picture to
a position in list 0 or 1 indicated by the reference picture
index, prediction processing unit 152 may determine a rel-
evant POC value, pocL.X. In some examples, prediction pro-
cessing unit 152 may determine pocL.X as PicOrderCnt(cur-
RefPicSet[ref_pic_set_idx]), where PicOrderCnt( ) returns
the POC value of a view component and curRefPicSet is the
current reference picture set. The relevant POC value may be
the POC value of the reference picture in the current reference
picture list at the position indicated by the “ref_pic_set_idx”
syntax element. In addition, prediction processing unit 152
may determine a relevant view order index, vOIdx. In some
examples, prediction processing unit 152 may determine
vOIldx as viewOrderldx(curRefPicSet[ref_pic_set_idx]),
where viewOrderldx( ) is a function that returns a view order
index of a view component.

AVSRP may have the same POC values as the current view
component and may have the same view order index as a view
component from which the VSRP is originally synthesized.
In some examples where prediction processing unit 152 syn-
thesizes the VSRP from multiple view components, the view
order index of the VSRP picture may be equal to the smallest
view order index of the view components from which the
VSRP is synthesized. In other examples where prediction
processing unit 152 synthesizes the VSRP from multiple view
components, the view order index of the VSRP picture may be
equal to the view order index of any of the view components
from which the VSRP is synthesized.

Prediction processing unit 152 may perform a process
described by the following pseudo-code to insert a picture
having a POC value equal to the relevant POC value into the
current reference picture list at the position indicated by
refldx[LX.

for( cldx = num_ ref idx_IX_ active__minusl + 1; cIdx >
refldxLX; cldx—- )

RefPicListX][ cldx ] = RefPicListX[ cIdx — 1]
RefPicListX[ refldxLX++ ] = pocLX
nldx = refldxLX
for( cldx = refldxLX; cIdx <= num_ ref idx_IX_ active_minusl + 1;
cldx++)

if( PicOrderCnt( RefPicListX[ cIdx ] ) {=pocLX I

viewOrderldx( RefPicListX[ cldx ] ) != vOIdx)

RefPicListX[ nldx++ ] = RefPicListX[ cIdx |

When prediction processing unit 152 performs the process
described by the pseudo-code above, prediction processing
unit 152 may shift the reference pictures following the posi-
tion indicated by refldx[.X to positions later in the reference
picture list X, insert a reference picture having the relevant
POC value (pocL.X) into reference picture list X, increment
refldxLX, and remove a duplicate of the inserted reference
picture from reference picture list X. In the pseudo-code
above cldx is a counter variable. Furthermore, in the pseudo-
code above, num_ref idx_1X_active_minus]l is a variable
equal to the number of active reference pictures in the current
reference picture list, minus 1. PicOrderCnt is a function that
returns a POC value of a reference picture. In the pseudo-code
above, the length of the current reference picture list may
temporarily be one element longer than the length of the final
version of the current reference picture list. Accordingly, after
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prediction processing unit 152 performs the operation
described by the pseudo-code above, prediction processing
unit 152 may retain only elements 0 through
num_ref idx_1X_active_minus] in the final version of cur-
rent reference picture list.

Inthe previous example motion reference picture list modi-
fication process, prediction processing unit 152 determines a
relevant view order index, vOIdx, and uses the vOIdx to
determine a position within a reference picture list at which to
insert a reference picture. In another example, prediction
processing unit 152 may perform a reference picture list
modification process similar to that of the previous example,
except that prediction processing unit 152 determines and
uses a relevant view identifier, viewld, to identify an inter-
view reference picture or VSRP instead of a view order index.
For instance, prediction processing unit 152 may determine
the relevant view identifier as Viewld(curRefPicSet[ref_pic_
set_idx]), where Viewld is a function that returns a view
identifier of a view component and curRefPicSet is the cur-
rent reference picture set. In this example, prediction process-
ing unit 152 may perform a procedure described by the fol-
lowing pseudo-code to insert a reference picture into a
reference picture list.

for( cldx = num_ ref idx_IX_ active__minusl + 1; cIdx >
refldxLX; cIdx—-)

RefPicListX[ cIdx ] = RefPicListX[ cIdx — 1]
RefPicListX[ refldxLX++ ] = pocLX
nldx = refldxLX
for( cldx = refldxLX; cIdx <= num_ ref idx_IX_ active__minusl + 1;
cldx++)

if( PicOrderCnt( RefPicListX[ cldx ] ) {=pocLX ||

viewldx( RefPicListX[ cldx ] ) != viewld)

RefPicListX[ nldx++ ] = RefPicListX[ cldx |

In the discussion above, examples are described based on
identifying pictures using POC and view order index. How-
ever, the same techniques may also apply based on identify-
ing pictures using POC and view ID.

Continuing reference is now made to the example of FIG.
5. Reconstruction unit 158 may use the residual pixel blocks
associated with TUs of'a CU and the predictive pixel blocks of
the PUs of the CU, i.e., either intra-prediction data or inter-
prediction data, as applicable, to reconstruct the pixel block of
the CU. In particular, reconstruction unit 158 may add
samples ofthe residual pixel blocks to corresponding samples
of'the predictive pixel blocks to reconstruct the pixel block of
the CU.

Filter unit 159 may perform a deblocking operation to
reduce blocking artifacts associated with the pixel block of
the CU. Video decoder 30 may store the pixel block of the CU
in decoded picture buffer 160. Decoded picture buffer 160
may provide reference pictures for subsequent motion com-
pensation, intra prediction, and presentation on a display
device, such as display device 32 of FIG. 1. For instance,
video decoder 30 may perform, based on the pixel blocks in
decoded picture bufter 160, intra prediction or inter predic-
tion operations on PUs of other CUs.

FIG. 6 is a flowchart that illustrates an example operation
200 performed by video encoder 20 as part of a process to
encode video data, in accordance with one or more techniques
of'this disclosure. The flowchart of FIG. 6 and the flowcharts
of the following figures are provided as examples. In other
examples, the techniques of this disclosure may be imple-
mented using more, fewer, or different steps than those shown
in the example of FIG. 6 and the following figures.
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In the example of FIG. 6, video encoder 20 generates,
based on a reference picture set of a current view component
of'an access unit, a reference picture list for the current view
component, the reference picture set including an inter-view
reference picture set that includes a plurality of view compo-
nents that belong to the access unit and that are associated
with different views (202). Furthermore, video encoder 20
may encode the current view component based on one or
more reference pictures in the reference picture list (204).
Video encoder 20 may generate a bitstream that includes
syntax elements indicating the reference picture set of the
current view component (206).

FIG. 7 is a flowchart that illustrates an example operation
230 performed by video decoder 30 as part of a process to
decode encoded video data, in accordance with one or more
techniques of this disclosure. In the example of FIG. 7, video
decoder 30 may parse, from a bitstream, syntax elements
indicating a reference picture set of a current view component
of'an access unit, the reference picture set including an inter-
view reference picture set that includes a plurality of view
components that belong to the access unit and that are asso-
ciated with different views (232). In addition, video decoder
30 may generate, based on the reference picture set, a refer-
ence picture list for the current view component (234). Video
decoder 30 may decode the current view component based at
least in part on one or more reference pictures in the reference
picture list (236).

In one or more examples, the functions described may be
implemented in hardware, software, firmware, or any combi-
nation thereof. If implemented in software, the functions may
be stored on or transmitted over, as one or more instructions
or code, a computer-readable medium and executed by a
hardware-based processing unit. Computer-readable media
may include computer-readable storage media, which corre-
sponds to a tangible medium such as data storage media, or
communication media including any medium that facilitates
transfer of a computer program from one place to another,
e.g., according to a communication protocol. In this manner,
computer-readable media generally may correspond to (1)
tangible computer-readable storage media which is non-tran-
sitory or (2) a communication medium such as a signal or
carrier wave. Data storage media may be any available media
that can be accessed by one or more computers or one or more
processors to retrieve instructions, code and/or data structures
for implementation of the techniques described in this disclo-
sure. A computer program product may include a computer-
readable medium.

By way of example, and not limitation, such computer-
readable storage media can comprise RAM, ROM,
EEPROM, CD-ROM or other optical disk storage, magnetic
disk storage, or other magnetic storage devices, flash
memory, or any other medium that can be used to store
desired program code in the form of instructions or data
structures and that can be accessed by a computer. Also, any
connection is properly termed a computer-readable medium.
For example, if instructions are transmitted from a website,
server, or other remote source using a coaxial cable, fiber
optic cable, twisted pair, digital subscriber line (DSL), or
wireless technologies such as infrared, radio, and microwave,
then the coaxial cable, fiber optic cable, twisted pair, DSL, or
wireless technologies such as infrared, radio, and microwave
are included in the definition of medium. It should be under-
stood, however, that computer-readable storage media and
data storage media do not include connections, carrier waves,
signals, or other transient media, but are instead directed to
non-transient, tangible storage media. Disk and disc, as used
herein, includes compact disc (CD), laser disc, optical disc,
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digital versatile disc (DVD), floppy disk and Blu-ray disc,
where disks usually reproduce data magnetically, while discs
reproduce data optically with lasers. Combinations of the
above should also be included within the scope of computer-
readable media.

Instructions may be executed by one or more processors,
such as one or more digital signal processors (DSPs), general
purpose microprocessors, application specific integrated cir-
cuits (ASICs), field programmable logic arrays (FPGAs), or
other equivalent integrated or discrete logic circuitry. Accord-
ingly, the term “processor,” as used herein may refer to any of
the foregoing structure or any other structure suitable for
implementation of the techniques described herein. In addi-
tion, in some aspects, the functionality described herein may
be provided within dedicated hardware and/or software mod-
ules configured for encoding and decoding, or incorporated in
a combined codec. Also, the techniques could be fully imple-
mented in one or more circuits or logic elements.

The techniques of this disclosure may be implemented in a
wide variety of devices or apparatuses, including a wireless
handset, an integrated circuit (IC) or a set of ICs (e.g., a chip
set). Various components, modules, or units are described in
this disclosure to emphasize functional aspects of devices
configured to perform the disclosed techniques, but do not
necessarily require realization by different hardware units.
Rather, as described above, various units may be combined in
a codec hardware unit or provided by a collection of interop-
erative hardware units, including one or more processors as
described above, in conjunction with suitable software and/or
firmware.

Various examples have been described. These and other
examples are within the scope of the following claims.

What is claimed is:

1. A method for multiview video decoding, the method
comprising:

generating a reference picture list for a current view com-

ponent of a current view of video data to include, in the
following order, each view component of a first subset of
a reference picture set of the current view component,
each view component of an inter-view reference picture
set of the reference picture set of the current view com-
ponent, each view component of a second subset of the
current view component, and each view component of a
third subset of the reference picture set of the current
view component,
the first subset consisting of short-term reference view
components that are prior to the current view compo-
nent in both decoding order and output order, the
second subset consisting of short-term reference view
components that are prior to the current view compo-
nent in decoding order and that succeed the current
view component in output order, the third subset con-
sisting of long-term reference view components that
are prior to the current view component in decoding
order,
the inter-view reference picture set consisting of view
components that are not from the current view, the
view components of the inter-view reference picture
set being from a same access unit as the current view
component, the view components of the inter-view
reference picture set being usable by the current view
component for inter-view prediction reference; and
decoding at least a portion of the current view component
based on one or more reference pictures in the reference
picture list.

2. The method of clam 1, wherein the reference picture set

further includes a fourth subset, a fifth subset, and a sixth
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subset, the fourth subset comprising short-term reference
view components that are prior to the current view component
in both decoding order and output order that are usable in inter
prediction of one or more view components that follow the
current view component and that are not used in inter predic-
tion of the current view component, the fifth subset compris-
ing short-term reference view components that are prior to the
current view component in decoding order and succeed the
current view component in output order that are usable in
inter prediction of one or more view components following
the current view component and that are not used in inter
prediction of the current view component, the sixth subset
comprising long-term reference view components that are
prior to the current view component in decoding order that are
usable in inter prediction of one or more view components
following the current view component in decoding order and
that are not used in inter prediction of the current view com-
ponent.

3. The method of claim 1, further comprising performing a
reference picture list modification process that changes a
position in the reference picture list of an inter-view reference
view component.

4. The method of claim 1, wherein the inter-view reference
picture set is signaled in a sequence level and shared by all
view components in the current view.

5. The method of claim 1, further comprising parsing, from
a slice header, syntax elements indicating the reference pic-
ture set of the current view component of the access unit.

6. A method for video encoding, the method comprising:

generating a reference picture list for a current view com-

ponent of a current view of video data to include, in the
following order, each view component of a first subset of
a reference picture set of the current view component,
each reference view component of an inter-view refer-
ence picture set of the current view component, each
view component of a second subset of the reference
picture set of the current view component, and each view
component of a third subset of the reference picture set
of the current view component,
the first subset consisting of short-term reference view
components that are prior to the current view compo-
nent in both decoding order and output order, the
second subset consisting of short-term reference view
components that are prior to the current view compo-
nent in decoding order and that succeed the current
view component in output order, the third subset con-
sisting of long-term reference view components that
are prior to the current view component in decoding
order,
the inter-view reference picture set consisting of view
components that are not from the current view, the
view components of the inter-view reference picture
set being from a same access unit as the current view
component, the view components of the inter-view
reference picture set being usable by the current view
component for inter-view prediction reference; and
encoding the current view component based at least in part
on one or more reference pictures in the reference pic-
ture list.

7. The method of claim 6, wherein the reference picture set
further comprises a fourth subset, a fifth subset, and a sixth
subset, the fourth subset comprising short-term reference
view components that are prior to the current view component
in both decoding order and output order that are usable in inter
prediction of one or more view components that follow the
current view component and that are not used in inter predic-
tion of the current view component, the fifth subset compris-
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ing short-term reference view components that are prior to the
current view component in decoding order and succeed the
current view component in output order that are usable in
inter prediction of one or more view components following
the current view component and that are not used in inter
prediction of the current view component, the sixth subset
comprising long-term reference view components that are
prior to the current view component in decoding order that are
usable in inter prediction of one or more view components
following the current view component in decoding order and
that are not used in inter prediction of the current view com-
ponent.

8. The method of claim 6, further comprising performing a
reference picture list modification process that changes a
position in the reference picture list of an inter-view reference
view component.

9. The method of claim 6, further comprising signaling the
inter-view reference picture set in a sequence level, wherein
the inter-view reference picture set is shared by all view
components in the current view.

10. The method of claim 6, further comprising generating
a slice header that includes syntax elements indicating the
reference picture set.

11. A video decoding device that comprises:

a storage medium configured to store video data; and

one or more processors configured to:

generate a reference picture list for a current view com-
ponent of a current view of the video data to include,
in the following order, each view component of a first
subset of a reference picture set of the current view
component, each view component of an inter-view
reference picture set of the reference picture set of the
current view component, followed by each view com-
ponent of a second subset of the current view compo-
nent, and followed by each view component of a third
subset of the reference picture set of the current view
component,
the first subset consisting of short-term reference
view components that are prior to the current view
component in both decoding order and output
order, the second subset consisting of short-term
reference view components that are prior to the
current view component in decoding order and that
succeed the current view component in output
order, the third subset consisting of long-term ref-
erence view components that are prior to the cur-
rent view component in decoding order,
the inter-view reference picture set consisting of view
components that are not from the current view, the
view components of the inter-view reference pic-
ture set being from a same access unit as the current
view component, the view components of the inter-
view reference picture set being usable by the cur-
rent view component for inter-view prediction ref-
erence; and
decode at least a portion of the current view component
based on one or more reference pictures in the refer-
ence picture list.

12. The video decoding device of clam 11, wherein the
reference picture set further includes a fourth subset, a fifth
subset, and a sixth subset, the fourth subset comprising short-
term reference view components that are prior to the current
view component in both decoding order and output order that
are usable in inter prediction of one or more view components
that follow the current view component and that are not used
in inter prediction of the current view component, the fifth
subset comprising short-term reference view components
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that are prior to the current view component in decoding order
and succeed the current view component in output order that
are usable in inter prediction of one or more view components
following the current view component and that are notused in
inter prediction of the current view component, the sixth
subset comprising long-term reference view components that
are prior to the current view component in decoding order that
are usable in inter prediction of one or more view components
following the current view component in decoding order and
that are not used in inter prediction of the current view com-
ponent.

13. The video decoding device of claim 11, wherein the one
or more processors are configured to perform a reference
picture list modification process that changes a position in the
reference picture list of an inter-view reference view compo-
nent.

14. The video decoding device of claim 11, wherein the
inter-view reference picture set is signaled in a sequence level
and shared by all view components in the current view.

15. The video decoding device of claim 11, wherein the one
or more processors are configured to parse, from a slice
header, syntax elements indicating the reference picture set of
the current view component of the access unit.

16. The video decoding device of claim 11, wherein the
video decoding device comprises at least one of:

an integrated circuit;

a microprocessor; or

a wireless handset.

17. The video decoding device of claim 11, further com-
prising a display configured to display decoded video data.

18. A video encoding device that comprises:

a storage medium configured to store video data; and

one or more processors configured to:

generate a reference picture list for a current view com-
ponent of a current view of the video data to include,
in the following order, each view component of a first
subset of a reference picture set of the current view
component, each reference view component of an
inter-view reference picture set of the current view
component, each view component of a second subset
of the reference picture set of the current view com-
ponent, and each view component of a third subset of
the reference picture set of the current view compo-
nent,
the first subset consisting of short-term reference
view components that are prior to the current view
component in both decoding order and output
order, the second subset consisting of short-term
reference view components that are prior to the
current view component in decoding order and that
succeed the current view component in output
order, the third subset consisting of long-term ref-
erence view components that are prior to the cur-
rent view component in decoding order,
the inter-view reference picture set consisting of view
components that are not from the current view, the
view components of the inter-view reference pic-
ture set being from a same access unit as the current
view component, the view components of the inter-
view reference picture set being usable by the cur-
rent view component for inter-view prediction ref-
erence; and
encode the current view component based on one or
more reference pictures in the reference picture list.

19. The video encoding device of claim 18, wherein the
reference picture set further includes a fourth subset, a fifth
subset, and a sixth subset, the fourth subset comprising short-
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term reference view components that are prior to the current
view component in both decoding order and output order that
are usable in inter prediction of one or more view components
that follow the current view component and that are not used
in inter prediction of the current view component, the fifth
subset comprising short-term reference view components
that are prior to the current view component in decoding order
and succeed the current view component in output order that
are usable in inter prediction of one or more view components
following the current view component and that are not used in
inter prediction of the current view component, the sixth
subset comprising long-term reference view components that
are prior to the current view component in decoding order that
are usable in inter prediction of one or more view components
following the current view component in decoding order and
that are not used in inter prediction of the current view com-
ponent.

20. The video encoding device of claim 18, wherein the one
or more processors are configured to perform a reference
picture list modification process that changes a position in the
reference picture list of an inter-view reference view compo-
nent.

21. The video encoding device of claim 18, wherein the one
or more processors are configured to signal the inter-view
reference picture set in a sequence level, wherein the inter-
view reference picture set is shared by all view components in
the current view.

22.Thevideo encoding device of claim 18, wherein the one
or more processors are configured to generate a slice header
that includes syntax elements indicating the reference picture
set.

23. The video encoding device of claim 18, wherein the
video encoding device comprises at least one of:

an integrated circuit;

a microprocessor; or

a wireless handset.

24. The video encoding device of claim 18, further com-
prising a camera configured to capture the video data.

25. A video decoding device comprising:

means for generating a reference picture list for a current

view component of a current view of video data to
include, in the following order, each view component of
afirst subset of a reference picture set of the current view
component, each view component of an inter-view ref-
erence picture set of the reference picture set of the
current view component, each view component of a
second subset of the current view component, and each
view component of a third subset of the reference picture
set of the current view component,
the first subset consisting of short-term reference view
components that are prior to the current view compo-
nent in both decoding order and output order, the
second subset consisting of short-term reference view
components that are prior to the current view compo-
nent in decoding order and that succeed the current
view component in output order, the third subset con-
sisting of long-term reference view components that
are prior to the current view component in decoding
order,
the inter-view reference picture set consisting of view
components that are not from the current view, the
view components of the inter-view reference picture
set being from a same access unit as the current view
component, the view components of the inter-view
reference picture set being usable by the current view
component for inter-view prediction reference; and
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means for decoding at least a portion of the current view
component based on one or more reference pictures in
the reference picture list.

26. A video encoding device comprising:

means for generating a reference picture list for a current

view component of a current view of video data to
include, in the following order, each view component of
afirst subset of a reference picture set of the current view
component, each reference view component of an inter-
view reference picture set of the current view compo-
nent, each view component of a second subset of the
reference picture set of the current view component, and
each view component of a third subset of the reference
picture set of the current view component,
the first subset consisting of short-term reference view
components that are prior to the current view compo-
nent in both decoding order and output order, the
second subset consisting of short-term reference view
components that are prior to the current view compo-
nent in decoding order and that succeed the current
view component in output order, the third subset con-
sisting of long-term reference view components that
are prior to the current view component in decoding
order,
the inter-view reference picture set consisting of view
components that are not from the current view, the
view components of the inter-view reference picture
set being from a same access unit as the current view
component, the view components of the inter-view
reference picture set being usable by the current view
component for inter-view prediction reference; and
means for encoding the current view component based on
one or more reference pictures in the reference picture
list.

27. A non-transitory computer-readable storage medium
that stores computer-executable instructions that, when
executed by one or more processors of a video decoding
device, configure the video decoding device to:

generate a reference picture list for a current view compo-

nent of a current view of video data to include, in the
following order, each view component of a first subset of
a reference picture set of the current view component,
each view component of an inter-view reference picture
set of the reference picture set of the current view com-
ponent, each view component of a second subset of the
current view component, and each view component of a
third subset of the reference picture set of the current
view component,
the first subset consisting of short-term reference view
components that are prior to the current view compo-
nent in both decoding order and output order, the
second subset consisting of short-term reference view
components that are prior to the current view compo-
nent in decoding order and that succeed the current
view component in output order, the third subset con-
sisting of long-term reference view components that
are prior to the current view component in decoding
order,
the inter-view reference picture set consisting of view
components that are not from the current view, the
view components of the inter-view reference picture
set being from a same access unit as the current view
component, the view components of the inter-view
reference picture set being usable by the current view
component for inter-view prediction reference; and
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decode at least a portion of the current view component
based on one or more reference pictures in the reference
picture list.

28. A non-transitory computer-readable storage medium
that stores computer-executable instructions that, when
executed by one or more processors of a video encoding
device, configure the video encoding device to:

generate a reference picture list for a current view compo-

nent of a current view of video data to include, in the
following order, each view component of a first subset of
a reference picture set of the current view component,
each reference view component of an inter-view refer-
ence picture set of the current view component, each
view component of a second subset of the reference
picture set of the current view component, and each view
component of a third subset of the reference picture set
of the current view component,

the first subset consisting of short-term reference view

components that are prior to the current view component

52

in both decoding order and output order, the second
subset consisting of short-term reference view compo-
nents that are prior to the current view component in
decoding order and that succeed the current view com-
ponent in output order, the third subset consisting of
long-term reference view components that are prior to
the current view component in decoding order,

the inter-view reference picture set consisting of view com-

ponents that are not from the current view, the view
components of the inter-view reference picture set being
from a same access unit as the current view component,
the view components of the inter-view reference picture
set being usable by the current view component for
inter-view prediction reference; and

encode the current view component based on one or more

reference pictures in the reference picture list.
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